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NOTES:

1. TYPE EPZ GENERAL PURPOSE TRANSFORMER.

2. SINGLE PHASE RESIN ENCAPSULATED.

3. SUITABLE FOR INSTALLATION IN CLASS |,
DIVISION 2 GROUP C & D LOCATIONS, AS
DEFINED BY NEC ARTICLE 501, WITH THE
NEC RECOMENDED INSTALLATION PROCEDURES
FOR DRY TYPE TRANSFORMERS RATED UNDER
600 VOLTS NOMINAL OPERATION. SUITABLE
FOR OUTDOOR/INDOOR USE, OUTDOOR IN
UPRIGHT POSITION ONLY.

4. ALUMINUM OR COPPER WINDINGS.
5. 180°C INSULATION SYSTEM WITH

115°C

RISE STANDARD; OPTIONAL AS 80°C RISE.
6. ALL UNITS ARE DESIGNED IN ACCORDANCE

WITH APPLICABLE NEMA, UL, ANSI,

IEEE STANDARDS.
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3/4 CONDUIT ASSY.
2 EACH
v B (CONDUIT, ELBOW & L
/ ‘ M BUSHING) =
24” LEADS
(PRIMARY, SECONDARY & TAP) SEE VIEW "A”
OUT CONDUIT ASSY. DIMENSIONS IN inches (mm)
“raye JAPPROX NET WT. LBS(KG) R - . . : -
ALUMINUM| COPPER
FR177H| 113(51) | 120(56) | 16.53(420) | 13.79(350) | 9.67(246) | 9.89(251) | 16.15(410) [14.90(378)
G H J K L M
12.82(326) | 10.06(256) | 2.50(64) |3.50(89) | 5.06(129) [15.54(395)
THIS DIMENSION DRAWING IS FOR REFERENCE ONLY. IT IS NOT TO
BE REGARDED AS INDICATING THE EXACT DETAILS OF CONSTRUCTION. AUG/04
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