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14 Stall/speed switch 
19 Reduced voltage start sequence 
27 Undervoltage 
32 Reverse power 
32 Jam 
32 Acceleration time 
32 Over torque 
34 Contactor quick trip  
37 Undercurrent 
37 Under power 
38 Bearing RTD  
39C Contactor condition monitor  
46 Current balance 
47 Phase reversal 
48 Incomplete sequence 
49 Thermal overload 
49T Stator RTD 49T Thermistor  
50 Instantaneous overcurrent 
51 Time overcurrent 
50G(X)/51G(X) Ground overcurrent 
55 Power factor 
59 Overvoltage 
66 Starts/time 
66 Time between starts 
74 Alarm relay 
74F Fuse fatigue / fuse damage 

alarm  
81 Frequency 
86 Lockout 
87 Differential 
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The optional CDM communicates to each starter SDM via a 
Modbus RTU protocol. The CDM consolidates the electrical 
parameters from all motor loads onto one common display. In 
addition, functionality such as data trending, alarm reporting 
and email notification of trip and alarm conditions are 
supported as standard functionality. The CDM communicates 
to higher level networks including Ethernet TPC/IP, 
PROFIBUS, DeviceNet and others. This allows connection to 
an existing programmable logic controller (PLC) or DCS 
system for plant supervisory controls. Connectivity to a 
IEC61850 network [10] is not presently available for the new 
starter. A network converter would be required to add this 
functionality, if required.  

F. Enhanced Protection 

For the new medium-voltage MCC design, protective 
functionality on-board with the contactor saves in both space 
and cost. Motor protective features are comparable to many of 
the latest protective relays. Fig. 6 shows a diagram of the 
various protective functions included in the contactor mounted 
MPCC based on the IEEE Device Numbers for the various 
protective functions. Ground protection via zero sequence 
CTs is required for sensitivity below 3 amperes. The design 
approach using a contactor mounted controller offers some  
additional functionality as described below. Traditional MCCs 
generally do not include these capabilities, although some 
high-end designs may include some variations on these 
capabilities. 

 

Fault Current Detection: The motor senses the motor starting 
current and voltage before and during the starting time. An 

algorithm calculates the available bolted fault current and 
arcing fault current for that start.  
 

Contactor-fuse Coordination: If the fault is less than the 
contactor interrupting rating, the starter will identify the fault 
within 1 cycle (16.7 milliseconds) and the contactor will open 
without delay in 20 milliseconds. If the fault is greater than the 
contactor interrupting rating, the contactor will remain closed 
for up to 130 milliseconds until the fuse clears. The result can 
be reduced contactor damage and in some cases also saving 
the expense of replacing fuses along the way. 
 

Contactor Health: When the contactor is placed into service a 
test algorithm determines the pickup and dropout voltages 
that are required to open and close the contactor. During 
preventive maintenance cycle, a test program can be run to 
compare these values to those previously measured, ensuring 
the contactor is functioning at the original design parameters. 
Changes from values previously recorded can indicate 
vacuum loss, incorrect core alignment or other coil problems 
such as debris on the core face. 
 

Vacuum Loss: Should the three-phase contactor lose one 
vacuum interrupter (VI) the Contactor Health test can pick up 
the loss of vacuum. Then the other two VIs will be signaled to 
open, interrupting the load to protect the motor from running 
with only two of three phases available. If two VI’s loose 
vacuum the Vacuum Loss program will detect that the 
contactor was told to open and it has not opened. If current 
continues to flow in two VI’s the program recloses the 
contactor and sends a signal that the starter is in trouble and 
cannot control the load. This output can be used to open the 

Fig. 6: Protective functions for the new medium-voltage MCC contactor controller based on IEEE Device Numbers and description. 



upstream vacuum circuit-breaker before there is significant 
motor damage. 
 

Motor Thermal Aging: The on-board controller compares 
actual motor temperature to allowable temperature based on 
machine insulation class. The algorithm calculates the motor 
thermal life based on actual temperatures over time, helping 
to pinpoint motor repair or replacement timing to avoid 
unexpected downtime. 
 

Fuse Health Algorithm: “Fuse Fatigue” is displayed after a 
fuse has experienced a high level of overcurrent. This occurs 
when 4 or more of the last 20 starts experienced starting 
currents exceeding 100% of the fuse I

2
T rating. “Fuse 

Damage” is displayed if a fuse experiences an excessive 
amount of overcurrent, defined as current exceeding 125% of 
the fuse I

2
T rating. 

 

Sensitive Ground Fault Detection: The high accuracy of 
Rogowski coils for current sensing allows the controller to 
calculate ground currents down to 3 amperes. This provides 
early identification of potential insulation problems or system 
ground conditions without the need for zero-sequence current 
transformers. If ground-fault sensitivity below 3 amperes is 
required, a separate zero-sequence CT can be applied. 

IV. PROJECT EXECUTION 

The primary new electrical motor controls for the bleach 
plant upgrade included the addition of four new medium-
voltage motors. Two 350 horsepower (HP), 4.16 kilo-volt (kV) 
full voltage non-reversing (FVNR) starters were required for 
the EOP Wash Press Medium Consistency (MC) pump and 
Main Hydraulic Pump, one 350HP, 4.16 KV FVNR starter was 
required for the D1 Wash Press Hydraulic Pump and one 
400HP, 4.16kV FVNR starter was required for the D-Stage 
MC Pump. The mill decided that the best site for the new 
medium-voltage MCC was an existing electrical equipment 
room where the legacy pulp washing system controls were 
presently operating. One early decision was to add the new 
starter line-up to an existing medium-voltage MCC in the 
equipment room. There was ample space in the room and 
adding new starters to the existing line-up, would eliminate the 
cost of an additional upstream overcurrent protective device.  

The existing vintage medium-voltage MCC was very old. 
The original assembly had been installed when the mill was 
originally built. Starters in this assembly were of the air-
magnetic design with arc-chutes above each phase of the 
main contactor. The mill’s owner at the time was not an 
advocate of motor overcurrent relays, which at that time were 
of the rotary disk type design. Because of this, a simple bi-
metal overload relay was the only protection for the exiting 
motors. As mentioned previously, the air-magnetic contactors 
in the vintage MCCs were replaced with a retrofit vacuum 
upgrade, supplied by the original manufacturer in the late 
1970’s. Extending the new starter line-up to the exiting 
assembly would require a dedicated main bus transition 
section.  

Installation of the new medium voltage starters required two 
planned maintenance outages. Both of the outages required 
the MCC to have all power removed. The first outage was 
utilized to take measurements for the design of an incoming 
compartment that would connect the new MCC’s horizontal 

main bus onto an existing MCC horizontal main bus structure. 
The second outage was used to connect the new starters into 
the existing starter lineup. The tie-in of the new MCC onto the 
existing lineup allowed for construction to connect the starters 
into the DCS system and in some cases field connections to 
the motor were possible.  

The existing bleach plant had to operate normally until the 
major maintenance shutdown start date was reached. 
Fortunately, the ability to erect, connect and test equipment 
prior to the major maintenance shutdown reduced the 
conversion time line. The conversion, of the bleach plant, was 
projected to be complete prior to the completion of the 
recovery boiler refurbishment. This allowed the bleach plant to 
start up prior to the end of the shutdown period for testing 
equipment and training of operators. 

The manufacturer of the new MCC designed a transition 
section that bus connected to the original 1970’s vintage 
MCC. Fig. 7. shows the vintage design motor starter 
structures at the right, with the bus transition structure and 
then three new structures of the next generation assembly on 

 
 
   

the right. The main horizontal bus for the vintage assembly 
was at the center of the structure, whist the new assembly  
included main bus at the top. Note that the newly installed 
MCC includes a flat screen monitor (CDM) as discussed 
previously, mounted at the top cubicle of structure 1, and 
starter units in the balance of the cubicles of the new 
structures. A total of five starters (four active and one spare) 
were supplied in the new assembly. 

Fig. 8 shows the site mill engineer reviewing MCC 
information from the CDM. The CDM allows all starters to be 
interrogated from a single display, showing all system 
parameters including phase currents and voltages, motor 
load, historical trip/fault history, along with easy access to all 
drawings including component parts data and individual 
starter schematics. Fig. 9 shows a detailed time stamped 
event log that records all system parameters at the time of a 
trip condition.      

The CDM is network connected to each of the starter units 
via a starter display module (SDM). The SDM is door mounted 
on the front panel of each starter as shown in Fig. 10.  

Fig. 7: The 1970’s vintage MCC structures at the right, followed by a 
bus transition section and three new MCC structures at the far left. 



 

 
   
 
 

 
 
 
 
Although each motor can be controlled and monitored from its 
respective SDM, because of integration to the legacy DCS 
system discussed previously, the mill opted to add local 
discrete control devices including a red RUN light, green 
STOPPED light, HAND-OFF-AUTO selector Switch and an 
EMERGENCY STOP mushroom type pushbutton. These 
inputs were hard-wired to the DCS system during the second 
scheduled outage. 

V. OPERATION AND INSTALLATION CONSIDERATIONS FOR 

BOTH DESIGNS 

In considering the total ownership cost of the new MCC 
versus a traditional MCC with hard wired electronic protective 
relays, several key issues are discussed here. 

A. Total Ownership Cost 

The new medium voltage MCC supplied compared favorably 
to other traditional MCC designs in first cost. Costs for 
installation were calculated to be roughly similar. The power 

connections were likely identical, while control wiring was 
somewhat simplified with the new design as all wiring was 
connected at the programmable input/output terminals. 
Operating costs differences are not yet determined due to the 
fairly short run time for the new control center. There have 
been no reliability issues to date, so overall things look 
promising for the mill. 

B. Commissioning 

During energization of the new motor controls, the 
manufacturer’s field service organization was responsible for 
start-up and commissioning. Using the manufacturer’s service 
provider assured that factory trained engineers were there for 
the start-up and also allowed the mill to take advantage of an 
extended factory warranty for an additional year. This was a 
standard offering from the manufacturer. There were no 
issues during start-up. Traditional design medium-voltage 
MCCs would have been commissioned in a similar time 
period. Presuming maintenance personnel were familiar with 
a comparable traditional MCC, the traditional design may 
have required marginally less time for commissioning. 
 

 
 
 
 

C. Operations/Maintenance/Troubleshooting 

Because the mill needed to address the legacy DCS 
system with hard wired digital and analog inputs and outputs, 
much of the network functionality of the new MCC was not 
utilized to its full extent. Mill engineering was happy to install 
equipment that could support communications via a future 
DCS system upgrade should funding one day become 
available. The CDM mounted on the first structure of the new 
MCC line-up was installed and is operational. So at the MCC, 
many of the advanced features are today being utilized at a 

Fig. 8: Mill engineer stands in front of Central Display Module of the 
new motor control center.  

Fig. 9: The Central Display Module shows an event log of all 
electrical parameters time-stamped based on a past tripping event.  

Fig. 10: Each starter cubicle includes a starter display module (SDM). 
Door mounted discrete control devices were included for ease of 
interface to the existing DCS  



local level. This is in contrast to traditional designs, although 
some high-end protective relays offer interface to local or 
remote Human Machine Interface (HMI) displays similar to the 
CDM. Considering the short life cycle of many electronics 
including protective relays, drives and PLC, the modularity of 
the new system which supported future firmware revisions 
without the need to replace hardware was considered a major 
advantage by the mill.    

D. Training 

A special training session was held for the plant operators 
during the scheduled outage to assure they were familiar with 
the new controls. Because several electricians were busy with 
other duties during the outage, attendance of the factory 
training session was not optimal. Because the new starter 
technology was new and many operators were not familiar 
with the hardware, perhaps a traditional design would have an 
advantage in the area of training the operators. However, 
newly introduced IEDs typically are introduced with updates in 
hardware and software. Thus, operators are constantly 
challenged to learn and be familiar with the latest offerings. 
With the touch-screen CDM as an option, the manufacturer for 
the new starter is adding a start-up and troubleshooting video 
that can be uploaded into the CDM so future maintenance 
personnel can become familiar with the product operation 
prior to conducting commissioning or service.  

VI. CONCLUSIONS 

While traditional medium-voltage motor control centers that 
utilize electronic protective relays have delivered increased 
functionality, they have also suffered from increased 
complexity at higher costs. In today’s global economy, project 
budgets are restricted across all process industries; forcing 
industry’s engineering community to find new solutions. 

Over the course of the past 50 years, electrical assembles 
including medium-voltage motor control centers and control 
gear have changed dramatically. New emerging technologies 
such as the next generation MCC installed during this project 
offer a possible alternative path forward for users in the 
process industries. The new assemblies have fewer parts, are 
much simpler and more reliable, and they offer enhanced 
functionality at a lower cost. In many industry applications, this 
new approach likely renders the traditional electronic motor 

protective relay obsolete. Successful installation of the 
technology installed on this project represents an important 
step forward: challenging the status quo in driving medium-
voltage motor control centers with improved functionality at 
lower costs toward a more productive future. 
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