Installation of PRLSEB type barrier kits

Contents

<table>
<thead>
<tr>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1. Introduction</td>
<td>2</td>
</tr>
<tr>
<td>2. Installation</td>
<td>3</td>
</tr>
</tbody>
</table>
1 Introduction

This Instructional Leaflet (IL) covers the Eaton UL67 finger protection kits listed in Table 1.

Table 1. Eaton PRLSEB type barrier kits and associated catalog numbers.

<table>
<thead>
<tr>
<th>Product</th>
<th>Catalog Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>PD5</td>
<td>PRLSEBPD5</td>
</tr>
<tr>
<td>PD4</td>
<td>PRLSEBPD4</td>
</tr>
<tr>
<td>PD3</td>
<td>PRLSEBPD3</td>
</tr>
<tr>
<td>PD2</td>
<td>PRLSEBPD2</td>
</tr>
</tbody>
</table>
2. Installation

**Step 1.** Installing the barrier housing

**Part A**

A. Align then slide the barrier housing from the front of the breaker until the rear surfaces of the breaker and housing are even (see Figure 1).

**Note:** All barrier housing parts are designed to slide into the breaker frames and to be held in place by friction.

![Figure 1. Installation of the PD2, PD3, PD4 & PD5 barrier housings.](image-url)
**Step 2. Installing the boots**

**Part B**

Perform the following steps for each rubber boot, starting with the center pole of the breaker.

A. Ensure the cables are maintained straight as far as possible from the breaker. Install a cable tie around the conductors if multiple conductors are to be inside the boot.

B. Install the large wire tie onto the end/top of the rubber boot without fastening it. Note that the opening for the wire tie on the rear of the boot will not be visible once the boot is installed.

C. Slide the rubber boot sub-assembly under and over the conductors. The opening should face the front of the panel.

D. Slide the boot towards the housing and align the bottom of the boot with the housing.

E. Install the boot frame into the housing by pressing into place. Ensure the boot is secured onto the four tabs in the housing.

---

**Figure 2. Installation of the PD2, PD3, PD4 & PD5 boots.**
Step 3. Installing the front barriers - (if applicable)
A. PD3
   1. Line up the barrier's circular features with the terminal holes on the breaker.
   2. Press the barrier into place.

![Figure 3. Installing the PD3 front barrier.](image)

Step 4. Completing the installation
A. Fasten the large wire tie that was previously pre-installed at the top of the boot.
B. Install and fasten the small wire ties along the front of the boot to close it.
C. Cut off the excess wire tie material.

![Figure 4. Installation of the boot - PD2 frames.](image)

![Figure 5. Installation of the boot - PD3 frames.](image)

![Figure 6. Installation of the boot - PD4 frames.](image)

![Figure 7. Installation of the boot - PD5 frames.](image)
The instructions for installation, testing, maintenance, or repair herein are provided for the use of the product in general commercial applications and may not be appropriate for use in nuclear applications. Additional instructions may be available upon specific request to replace, amend, or supplement these instructions to qualify them for use with the product in safety-related applications in a nuclear facility.

This Instruction Booklet is published solely for information purposes and should not be considered all-inclusive. If further information is required, you should consult an authorized Eaton sales representative.

The sale of the product shown in this literature is subject to the terms and conditions outlined in appropriate Eaton selling policies or other contractual agreement between the parties. This literature is not intended to and does not enlarge or add to any such contract. The sole source governing the rights and remedies of any purchaser of this equipment is the contract between the purchaser and Eaton.

NO WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE OR MERCHANTABILITY, OR WARRANTIES ARISING FROM COURSE OF DEALING OR USAGE OF TRADE, ARE MADE REGARDING THE INFORMATION, RECOMMENDATIONS, AND DESCRIPTIONS CONTAINED HEREIN.

In no event will Eaton be responsible to the purchaser or user in contract, in tort (including negligence), strict liability or otherwise for any special, indirect, incidental or consequential damage or loss whatsoever, including but not limited to damage or loss of use of equipment, plant or power system, cost of capital, loss of power, additional expenses in the use of existing power facilities, or claims against the purchaser or user by its customers resulting from the use of the information, recommendations and description contained herein.