NOTES:
1. PIPING CONNECTIONS:
   INLET/OUTLET ARE 8" ANSI CLASS 150#, RAISED FACE LAP-JOINT FLANGES.
   DRAIN IS 3" ANSI CLASS 150#, RAISED FACE LAP-JOINT FLANGES.
   DIN NOSE STYLE FLANGES ALSO AVAILABLE.
2. VALVE:
   2-WAY BUTTERFLY IS SUPPLIED FOR DRAIN SHUTOFF.
3. GAUGES:
   0-300 PSI (0-20 BAR) RED LINED AT 250 PSI (17 BAR).
4. AUTOMATION:
   PROGRAMMABLE LOCC CONTROLLER INITIATES BACKWASH CYCLE.
   MAXIMUM ALLOWABLE WORKING PRESSURE:
   250 PSI (17 BAR) FOR STANDARD UNITS (4" OR 6")
   200 PSI (14 BAR) FOR 4" BODY UNITS EQUIPPED WITH HINGELOK COUPLINGS
   150 PSI (10 BAR) FOR 6" BODY UNITS EQUIPPED WITH HINGELOK COUPLINGS
5. MAXIMUM TEMPERATURE:
   302°F (149°C).
6. AIR REQUIREMENTS:
   60 PSI (4 BAR) MIN., 120 PSI (8 BAR) MAX. AT 5.0 CFM (140 CM³/Min)
   CLEAN, DRY, NON-LUBRICATED AIR.

GENERAL DIMENSIONS:

<table>
<thead>
<tr>
<th>DIMENSION</th>
<th>4&quot; BODIES</th>
<th>6&quot; BODIES</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>55 3/4</td>
<td>59 3/4</td>
</tr>
<tr>
<td>B</td>
<td>81 3/4</td>
<td>85 3/4</td>
</tr>
</tbody>
</table>