NOTES:
1. INLET/OUTLET 2" 150# CONNECTIONS PER ANSI B16.5
2. MWP: 150 PSI @ 250' F MDMT: -20' F @ 150 PSI (10.3 BAR @ 121.1' C) (-26.8' C @ 10.3 BAR)
3. MAXIMUM OPERATING TEMP. 400' F (204.4' C) WITH VITON O-RING & VITON BUTTERFLY VALVE SEATS.
4. DIMENSIONS SHOWN IN [ ] ARE IN MILLIMETERS AND FOR REFERENCE ONLY. ACCEPTANCE OF THIS PART WILL BE BASED ON "INCH" UNITS & TOLERANCES ONLY.
5. PAINT CARBON STEEL PER EATON STANDARD ES-301

CUSTOMER INFO

NAME:
PO. NO.:
S.O. NO.:

QUANTITY:

PART NO.:

VESSLE CODE: DFBF-0102-C510-020A-LINK

EATON CORPORATION - CONFIDENTIAL AND PROPRIETARY NOTICE - PERSONAL RECORDS. THIS DRAWING AND ALL RELEVANT INFORMATION IS A CONFIDENTIAL AND PROPRIETARY ITEM, ITS DISTRIBUTION WITHIN EATON CORPORATION, AND ITS USE IS SUBJECT TO THE TERMS OF THE AGREEMENTS ENTERED INTO BETWEEN EATON CORPORATION AND THE USER OF THIS DRAWING. THIS DRAWING MUST NOT BE USED OR ACCESSED BY ANY PERSON OUTSIDE EATON CORPORATION - ALL RIGHTS RESERVED.