EATON FILLRATION, LLC

PART NO.: 10110CG/U
THE NO.: N/A
P.O. NO.: N/A
REV. NO.: N/A
CUSTOMER: N/A

NOTES:
6. MATERIAL: CARBON STEEL.
   a. CORROSION ALLOWANCE: 0 INCHES
   b. M.P.S. PRESSURE: 150 PSIG
   c. MIN. DESIGN TEMP.: -20°F
   d. DESIGN TEMPERATURE: 450°F
   e. DESIGN PRESSURE: 150 PSIG

5. DESIGN DATA:
   a. SHIPPIING WEIGHT: 95 POUNDS
   b. NO. OF BOLTS INVALID 8 STD FORG.
   c. ALL DIMENSIONS ARE IN INCHES

4. DIVISION 1. NON-CORRODED, 100 PERCENT HYDROTESTED.

3. ALL HORIZONTAL BORES TO BE DRAWN NATURAL CENTERLINE.

2. ALL DURATORX CONNECTIONS TO CURRENT PUBLISHED ADDENDA.

1. UNITS ARE TO BE DESIGNATED, STamped AND CODE STAMPED.

<table>
<thead>
<tr>
<th>ITEM</th>
<th>OR. NAME</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>1/1 ZF PT 30000# COUPLING</td>
<td>W/G CONNECTIONS</td>
</tr>
<tr>
<td>2</td>
<td>1/1 ZF PT 30000# COUPLING</td>
<td>1/1 ZF PT 30000# COUPLING</td>
</tr>
<tr>
<td>3</td>
<td>2 ZF 30000# COUPLING</td>
<td>2 ZF 30000# COUPLING</td>
</tr>
<tr>
<td>4</td>
<td>2 ZF 30000# COUPLING</td>
<td>2 ZF 30000# COUPLING</td>
</tr>
<tr>
<td>5</td>
<td>2 ZF 30000# COUPLING</td>
<td>2 ZF 30000# COUPLING</td>
</tr>
<tr>
<td>6</td>
<td>2 ZF 30000# COUPLING</td>
<td>2 ZF 30000# COUPLING</td>
</tr>
<tr>
<td>7</td>
<td>2 ZF 30000# COUPLING</td>
<td>2 ZF 30000# COUPLING</td>
</tr>
<tr>
<td>8</td>
<td>2 ZF 30000# COUPLING</td>
<td>2 ZF 30000# COUPLING</td>
</tr>
</tbody>
</table>

SD10115CG.DWG
EATON FILTRATION, LLC
OTHER DISCLOSED PROPERTIES OF
PROTECTED DRAWING, DESIGN AND
REPRODUCTION IN WHOLE OR IN PART IS
UNAUTHORIZED USE, MANUFACTURE OR
PER ENGINEERING STANDARD ES--
TOLERANCES UNLESS OTHERWISE SPECIFIED

DRAWN AB DATE 06/22/99
CHECKED DP DATE 06/22/99
APPROVED CB DATE 06/22/99
PREPARED 150# FLG (CSL)
NAME 10” TYPE “T” GAS/LIQUID
900 FARMOUNT AVE, ELIZABETH, NEW JERSEY 07027
EATON FILLRATION, LLC
PART NO.: 10110CG/U