PART NO.: 1215OC & 1215OCU

1. CG No.: 
P.O. No.: 
RC No.: 
CUSTOMER:

NOTES:
1. UNITS ARE TO BE DESIGNED, FABRICATED, & STAMPED IN COMPLIANCE WITH ASME B & C P CODE. SECTION VIII.
2. ALL DIMENSIONS ARE IN INCHES.
3. ALL BOLT HOLES ARE TO STRADDLE MANUFACTURING CENTRINES.
4. SHIPPIING WEIGHT: 1660 POUNDS.
5. DESIGN DATA:
   - 5 DESIGN DATA.

6. MATERIAL: CARBON STEEL.
   - COMPARISON ALLOWANCE: 0 INCHES
   - HYDROTEST PRESSURE: 150 PSI
   - MIN. DESIGN METAL TEMP.: +20°F AT 150 PSI
   - DESIGN TEMPERATURE: 150 PSI
   - DESIGN PRESSURE: 150 PSI

OTHER DISCLOSURES, PROPERTY OF EATON FILTERATION LLC. DRAWING, DESIGN AND REPRODUCTION IN WHOLE OR IN PART IS UNAUTHORIZED USE, MANUFACTURE OR TOLERANCES UNLESS OTHERWISE SPECIFIED.

PER ENGINEERING STANDARD ES---