EATON FILTRATION, LLC

PART NO.: 4415056, 4415060U, & 4415065M

TAG NO.: 

P.O. NO.: 

REV. NO.: 

CUSTOMER: 

1. UNITS ARE TO BE DESIGNED, FABRICATED, AND "U" OR "UM" STAMPED

6. MATERIAL: 316 STAINLESS STEEL

CORROSION RESISTANCE - 0 INCHES

HYDROTEST PRESSURE - 195 PSIG

MIN. DESIGN TEMPERATURE - 300 F @ 150 PSIG

DESIGN TEMPERATURE - 200 F @ 150 PSIG

DESIGN PRESSURE - 150 PSIG

5. DESIGN DATA:

4. SHIPPING WEIGHT: 115 POUNDS.

3. ALL BOLT HOLES ARE TO STAND AT NATURAL CENTRINES.

2. ALL DIMENSIONS ARE IN INCHES.

DIVISION 1 IN COMPLIANCE TO CURRENT PUBLISHED ADDENDA.

(D) READ IN ACCORDANCE WITH ASME B & P CODE SECTION VIII.

NOTES:

rez 11/1/02

PM

D507

REVISED DATE BLOCK

8 11/1/02

AV

A128

NEW ISSUE

GA

CHANGED BY

01/10/02

App

ECR

DATE

A

NO.

SIZE

DRAWN

CM

DATE 01/10/02

CHECKED

CM

DATE 01/10/02

APPROVED

CM

DATE 11/10/02

NOTES

N1

DESCRIPTION

N2

VALVE

N 4

OUTLET 1 - 150# RSAS 

N 5

INLET 1 - 150# RSAS 

N 3

1-1/2 # NPT 3000# COUPLING

N 7

1-1/2 # NPT 3000# COUPLING

N 6

1-1/2 # NPT 3000# COUPLING

N 8

Schedule