EATON FILTRATION, LLC

PART NO.: 8T500C
TAC NO.: 
P.O. NO.: 
REV. NO.: 
CUSTOMER:

NAME: "8" TYPE "T" GAS/LIQUID SEPARATOR 300# FLG CSTL

6. MATERIAL: CARBON STEEL.
   - Corrosion Allowance: 0 INCHES
   - Hydrotest Pressure: 750 PSI
   - Min. Design Media Temp.: -20°F @ 500 PSI
   - Design Temperature: 650°F
   - Design Pressure: 500 PSI

5. DESIGN DATA:
   - Shipping Weight: 700 Pounds.

4. All dimensions are in inches.
3. All bolts holes are to ASME B & P Code Section VIII, Division 1 in compliance to current published Addenda. (If required) in accordance with ASME B & P Code Section VIII. Units are to be designed, fabricated, and code stamped.

NOTES:

<table>
<thead>
<tr>
<th>REVISION</th>
<th>ISSUE</th>
<th>DATE</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>1</td>
<td>12/15/05</td>
<td>1/2&quot; NPT 3000# COUPLING</td>
</tr>
<tr>
<td>1</td>
<td>1</td>
<td>01/01/06</td>
<td>1/2&quot; NPT 3000# COUPLING</td>
</tr>
<tr>
<td>2</td>
<td>1</td>
<td>02/01/06</td>
<td>1/4&quot; NPT 3000# COUPLING</td>
</tr>
</tbody>
</table>

NOTES SCHEDULE: