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L i n e a r  C o n f e r e n c e  
W o r k s u r f a c e  

Linear Conference Worksurface 

85004 

Tools Required 
          -Phillips head screwdriver 

1. Remove the Worksurface from the carton and place it  
    carefully, finish side down, on a smooth clean surface. 
  
2. Place the Leg Assemblies on the worksurface and align  
    the pre-drilled holes in the worksurface with those in the  
    leg assemblies. Attach with the #10 screws provided. See  
    Figure 1. 
  
3. Next, position the Modesty Panel between the two leg 
    assemblies as shown in Figure 2. Align the holes in the 
    in the Modesty Panel with pre-drilled holes in the work- 
    surface and the holes in the leg assemblies. Fasten the  
    Modesty Panel to the worksurface with the #10 screws 
    provided and then fasten both ends to the leg assemblies 
    with the 1/4”-20 x 3/4” Phillips pan head machine screws  
  
4. Install the Cable Bushings as shown in Figure 2. 
 

#10 screws 

Figure 1 

Leg assemblies 

Figure 2 

Leg assembly 

Cable bushing 

Modesty panel 

#10 screws 

1/4”-20 x 3/4” Phillips 
pan head machine screws 

Worksurface 

Worksurface 
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J o i n i n g  
W o r k s t a t i o n s  

   
  
2. Position the workstations as shown in Figure 2. 
  
3. Position the Top Support on the workstation underneath 
    the worksurface of the adjoining workstation. See Fig-     
    ure 2. Mark and then drill three 1/8” diameter holes 1/2”  
    deep in the underside of the adjoining workstation  sur- 
    face. 
  
    Fasten  with three #10 x 3/4” screws. See Figure 2. 
  
4. Install the Tie Plate on the underside of where the two   
    tops meet in the front. Position the Tie Plate and drill   
    four 1/8” diameter holes 1/2” deep,  two holes in each  
    top. Fasten the Tie Plate in place with four #10 x 3/4” 
    screws. See Figure 2. 
   

Figure 1 

NOTE: When joining two Linx Workstations as shown  
              in Figure 2, it is recommended that the addi-     
              tional Top Support and Tie Plate (provided) be  
              installed to link the surfaces and provide sup-     
              port. 
  

   
1. Assemble a Top Support to the leg of one of the Linx  
    workstations using two 1/4”-20 x 3/4” Phillips pan  
    head machine screws. See Figure 1.  
  
NOTE: The top two hole plugs must first be removed  
              from the leg. See Figure 1. 
  
   
 

Figure 2 

Tie plate 

#10 x 3/4” screws 

#10 x 3/4” screws 

Top support 

Adjoining workstation 

Linx workstation 

84572 

Tools Required 
      -Phillips head screwdriver 
           
   
  

Top support 

1/4”-20 x 3/4” Phillips 
pan head machine screws 

Hole plugs 

Linx workstation 
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S q u a r e /
R e c t a n g u l a r C o n n e c t
o r  w i t h  

              The 30” x 24” and 36” x 30” connectors have  
              only one cable bushing. The longer Modesty  
              Panel should be installed on this side. See 
              Figure 4. 
                   

Square/Rectangular Connector       
      With Modesty Panels 

Figure 1 

Figure 2 

27” high 

29” high 

Tools Required 
     -5/32” Hex Key (provided) 
     -1/4” Hex Key (provided) 
     -Phillips head screwdriver 
       

84570 

1. Remove the top two plastic hole plugs from one leg   
    of each workstation. Assemble a Top Support to each  
    workstation leg with a 1/4”-20 x 3/4” Phillips head  
    screw. Do not fully tighten the screws at this time. See  
    Figure 1. 
  
NOTE: If two different height Workstations are to be 
              connected, assemble the Top Supports so that 
              they are at the same level as the lower Work- 
              station. See Figure 2. 

2. The Modesty Panel is installed from the rear and 
    fits between the Top Supports and the Corner Leg.  
    Fasten it with four 1/4”-20 x 3/4” Phillips head  
    screws. Tighten all screws. See Figure 3. 
  
NOTE: If the 26” high Modesty Panel is being installed, 
              use six 1/4”-20 x 3/4” Phillips head screws. 

Hole plugs 

!/4”-20 x 3/4” Phillips 
head screws 

Top support 
Workstation 

Leg 

Corner leg 

Top support 

!/4”-20 x 3/4” Phillips 
head screws 

12”/26” Modesty 
panel 

Figure 3 
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3. Align the two workstations in their approximate final 
    positions and install the second Modesty Panel.  
    Tighten all screws. 
  
4. Place the Top over the Top Supports and Modesty 
    Panels. Make sure that the worksurfaces and edges 
    are flush and adjust the Leveler if necessary. See 
    Figure 5. 
    
    Make sure that the four pre-drilled holes on the under- 
    side of the Top line up with the holes in the Top Sup- 
    ports. 
  
5. Remove the Top and attach the Double Faced Tape 
    Strips to the Modesty Panels. Next, remove the back- 
    ing from the Tape Strips and carefully lower the Top 
    back into position. See Figure 5. 

84570 

Figure 5 

Top 

Modesty panel 

1/4”-20 x 3/4” Phillips 
head screws 

#10 x 3/4” Phillips    
head screws 

Top support 

Workstations 

Leveler underneath 

Double back tape 

    CAUTION! Once the Top is in position, do not attempt 
    to lift the Top to reposition it as it will tear the double 
    faced tape apart rendering it unusable. 
  
6. Install the four #10 x 3/4” screws to secure the Top 
    to the Top Supports. See Figure 5. 

Figure 4 

Cable bushing 

Longer modesty 
panel 
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S q u a r e /
R e c t a n g u l a r C o n n e c t
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S q u a r e /
R e c t a n g u l a r C o n n e c t
o r  w i t h  C o r n e r  

Figure 2 

27” high 

29” high 

Square/Rectangular Connector   
       With Corner Support 

Tools Required 
     -5/32” Hex key (provided) 
     -1/4” Hex key (provided) 
     -Phillips head screwdriver 
      

2. Align the two workstations in their approximate final 
    positions and place the Top on the Supports. Identify 
    ithe corner which requires the Corner Support. 
  
3. Remove the Top and place it, finished side down, on 
    a smooth, clean surface. Align the Corner Support  
    with the pre-drilled holes in the Top and fasten with 
    the #10 x 3/4” Phillips head screws. See Figure 3. 
  

Figure 3 

Figure 1 

Hole plugs 

!/4”-20 x 3/4” Phillips 
head screws 

Top support 

Workstation 

Leg 

69735 

1. Remove the top two plastic hole plugs from one leg   
    of each workstation. Assemble a Top Support to each  
    workstation leg with two 1/4”-20 x 3/4” Phillips head  
    screws. See Figure 1. 
  
NOTE: If two different height Workstations are to be 
              connected, assemble the Top Supports so that 
              they are at the same level as the lower Work- 
              station. See Figure 2. 
  

Top 

Corner Support 

#10 x 3/4” Phillips 
head screws 

Pre-drilled holes 
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 5. Remove the Top and attach the Double Faced Tape   
     Strips to the Top Supports. Next, remove the backing    
     from the Tape Strips and carefully lower the Top back  
     into position. See Figure 4.  
    
    CAUTION! Once the Top is in position, do not at- 
                          tempt to lift the Top to reposition it as 
                          it will tear the Double Faced Tape apart 
                          rendering it unusable. 

  
4. Place the Top/Corner Support over the Top Supports.  
    Make sure that the Worksurfaces and edges are flush  
    and adjust the Leveler if necessary.  

   
Note: Tape cure time is 24 hours. 

69735 

Figure 4 

Top/Corner support 

Double faced tape 

Top support 
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69735 

 
 

  technical furniture 

Square/Rectangular Connector   
       With Corner Support 

S q u a r e /
R e c t a n g u l a r C o n n e c t
o r  w i t h  C o r n e r  
S u p p o r t  



Tools Required 
     -Electric drill 
     -1/8” Dia. drill bit 
     -5/32” Allen wrench 
  

Triangular Connector 

Figure 2 

Triangular  
connector 

Modesty Panel 

#10AB x .75 Phillips 
head screws 

  
NOTE: Two people are required for some steps in the 
              installation procedure. 
  
1. Remove three plastic hole plugs from one leg of each 
    workstation to be connected. Assemble a Top Support 
    to each workstation leg with two 1/4”-20 x 3/4” Phillips 
    pan head machine screws as shown in Figure 1.  
 
2. Install a 1/4”-20 x 1/2” button head cap screw into the    
    lower rear section of each leg. Leave this screw extend-  
    ing approximately 1/8” from the face of the leg. See  
    Figure 1 inset. 
  
NOTE: If a full height Modesty Panel is being installed, it 
             will be necessary to install an additional screw at 
             the bottom of the leg. See Figure 1.  
  
3. Attach the Modesty Panel to the bottom of the Triang- 
    ular Connector using two or three #10AB x .75 Phillips 
    head screws provided. See Figure 2. 

84571 

Figure 1 

Leg 

1/8” 

Screw for full height 
modesty panel 

1/4”-20 x 3/4” Phillips 
pan head screws 

Top support 

Hole plug 

1/4”-20 x 1/2” 
button head cap 

T r i a n g u l a r   
C o n n e c t o r  
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T r i a n g u l a r  
C o n n e c t o r  ( c o n t . )  

4. Align the two workstations in their approximate final 
    positions. With the Modesty Panel installed, position 
    the Triangular Connector in place. 
  
5. Engage the side flanges on the Modesty Panel with the 
    extended 1/4”-20 x 1/2” button head screws in the lower  
    rear section of each leg. Do not tighten at this time. See  
    Figure 3. 
  
6. Fasten the Triangular Connector to each Top Support 
    using three #10AB x .75 Phillips head screws on each 
    side. With a second person holding the workstations 
    and Connector in place, tighten all of the screws. See 
    Figure 3.  
  
7. Attach the Tie Bar to the front of the workstations. 
     
    Using the Tie Bar as a template, drill two 1/8” diameter 
    holes approximately 1/2” deep in the bottom surfaces 
    of the two adjacent workstation tops. See Figure 4. 
  
    Fasten the Tie Bar to the tops using the #10 x 3/4” long 
    screws provided. See Figure 4. 
  
      

Figure 3 

Figure 4 

Tie bar 
#10 x 3/4” Phillips 
head screws 

Workstation 

Triangular connector 

84571 

Triangular 
connector 

Side flange 

Full depth modesty 
panel 

#10AB x .75 Phillips 
head screws 

Top support 

Extended 1/4”-20 x 1/2” 
button head cap screw 

Standard 
modesty panel 

 
 

  technical furniture 

A-14 



1. Remove two Hole Plugs from the top of each Leg. 
    See Figure 1. 
  
2. Assemble a Top Support to each workstation using 
    the 1/4”-20 x 3/8” Button head cap screws provided.  
    See Figure 1. 
  
3. Position the Two Linx workstations in their required 
    positions for the Corner Connector being installed. 
    Next, place the Corner Connector on top of the Top 
    Supports. See Figure 2. 
  
4. Align the top edges/surfaces as necessary and fast- 
    en the Corner Connector in place using the #10AB x 
    3/4” Phillips head screws. See Figure 2. Do not 
    tighten at this time. 
  
5. Install a Tie Plate on each side of the Connector using 
    the #10AB x 3/4” Phillips head screws. See Figure 3. 
  
6. Adjust alignment of the surfaces and tighten all 
    screws. 

Tools Required 
          -Phillips head screwdriver 
          -5/32” Hex key (provided) 

Corner Connectors 

Figure 1 

Figure 2 

Corner connector 

Top support 

Figure 3 

#10AB x 3/4” Phillips 
 head screws 

Tie plate 

Corner connector 

84253 

1/4”-20 x 3/8” Button 
 head cap screws 

Hole plugs 

Top support 
(R.H. shown) 

LINX workstation 

NOTE: These instructions show the assembly of the 
             90° Curved Connector; assembly of the 45°  
             Curved Connector is the same. 

#10AB x 3/4” Phillips 
head screws 

C u r v e d  C o r n e r  
C o n n e c t o r  
N o  M o d e s t y  P a n e l s  
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84253 

Corner Connector 

C u r v e d  C o r n e r  
C o n n e c t o r  
N o  M o d e s t y  P a n e l s  
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Tools Required 
  - Phillips head screw driver 
  - Level 

1.  Align and level the two LINX workstations to 
     which the Conference End is to be installed. See 
     Figure 1. 
 
2.  Remove the two  top hole plugs from each leg. 
     Next, attach the Bracket to the legs using the four 
     1/4”-20 x 3/4” Phillips pan head machine screws. 
     See Figure 1. Do not tighten at this tme. 
 
3.  Attach the Tubular leg to the underside of the Con- 
     ference End.  Align the holes in the mounting plate 
     with the appropriate holes in the Conference End 
     and secure using the five #10AB x 1.00” Pan head 
     self tapping screws provided.  See Figure 2.  
  
4.  Place the Conference end onto the Bracket. Align 
     the predrilled holes in the underside and fasten in  
     place using the #10AB x 3/4” Phillips head screws.  
     See Figure 3. Do not tighten at this time. 
 
5.  Install a Tie Plate on each side of the  Conference 
     End using the #10AB x 3/4” Phillips head screws.  
     See Figure 3. 
 
6.  Adjust alignment of the worksurfaces and tighten 
     all screws. 
 

Conference End 

Figure 1 

Figure 2 

Bracket 

LINX workstations 

Hole plug 

1/4”-20 x 3/4” Phillips 
head machine screws 

84252 

C o n f e r e n c e  E n d  
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Figure 3 

Bracket 

Tie plate 

#10AB x 3/4” Phillips 
head screws 

Conference end 

Tubular leg 

Conference end 

#10AB x 1.00 pan head 
self tapping screws 

Pre-drilled holes 



P e n i n s u l a ,  B o l t - o n  

1. Position the two Linx Workstations to which the 
    Bolt-on Peninsula is to be attached approximately 
    30” apart. See Figure 1. 
  
2. Remove the top two plastic hole plugs from one leg   
    of each workstation. Assemble a Top Support to each  
    workstation leg with a 1/4”-20 x 3/4” Phillips head  
    screw. Do not fully tighten the screws at this time. See  
    Figure 2. 
  
NOTE: If two different height Workstations are to be 
              connected, assemble the Top Supports so that 
              they are at the same level as the lower Work- 
              station. See Figure 3. 
  
      
  

Peninsula, Bolt-On 

Figure 1 

Figure 3 

30” 

Linx Workstations 

27” High 

29” High 

Tools Required 
     -5/32” Hex key (provided) 
     -1/4” Hex key (provided) 
     -Phillips head screwdriver 
       
  

84913 

Figure 2 

Top support 

Hole plugs 

1/4”-20 x 3/4” Phillips 
head screw 

Adjoining workstation 
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3. The Modesty Panel is installed from the rear and 
    fits between the Top Supports and the Legs. Fasten 
    it with four 1/4”-20 x 3/4” Phillips head screws.    
    Tighten all screws. See Figure 4. 
  
NOTE: If the 26” Modesty Panel is being installed, 
              use six 1/4”-20 x 3/4” Phillips head screws. 
  
 

  
4. Remove the Peninsula Worksurface from the carton 
    and place it carefully , finish side down, on a smooth 
    clean surface. 
  
5. Attach the Tubular Leg to the worksurface.  Align the  
    holes in the mounting plate with the appropriate holes  
    in the worksurface and secure using the five #10AB x  
    1.00” Pan head self tapping screws provided.  See  
    Figure 5.  
  

6. With two people, turn the Peninsula Worksurface upright 
    and place it onto the Leg/Modesty panel assembly and  
    fasten it in place with ten #10 x 3/4” Phillips head screws 
    as shown in Figure 6. 
  
7. Level the Peninsula as required by adjusting the levelers 
    on the feet and Tubular Leg. 
  
8. Install Tie Plates as shown in Figure 2. 
   

84913 

Figure 4 

Figure 7 

Figure 6 

Leg/Modesty panel 
assembly 

#10 x 3/4” Phillips 
head screws 

Peninsula worksurface 

Top support 

12”/26” Modesty 
panel 

1/4”-20 x 3/4” Phillips 
head screws 

P e n i n s u l a ,  B o l t - o n  
( c o n t . )  
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Tie plates 

#10 x 3/4” Phillips 
head screws 

Leveler 

Figure 5 

Peninsula worksurface 

Tubular leg #10AB x 1.00 pan head 
self tapping screws 

Pre-drilled holes 



84913 

Bolt-on Peninsula 

P e n i n s u l a ,  B o l t - o n  
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P e n n i n s u l a ,  L i n k e d  

84569 

 Tools Required 
     -5/32” Hex key (provided) 
     -1/4” Hex key (provided) 
     -Phillips head screwdriver 
       
NOTE: The Peninsula Worksurface may be installed  
              on either the left or right side of a 29” high 
              LINX worksurface. 
  
              These instructions show the Peninsula being 
              installed on the left side. 
  
1. Assemble a Top Support to the leg using one 1/4”- 
    20 x 3/4” Phillips head screw. Do not fully tight- 
    ten the screw at this time. See Figure 1.  
  
2. The Modesty Panel is installed from the rear and  
    fits between the Top Support and the leg. Attach it 
    with two 1/4”-20 x 3/4” Phillips head screws. 
    Tighten all screws securely. See Figure 2.  
  
NOTE: If the 26” Modesty Panel is being installed, 
              use three 1/4”-20 x 3/4” Phillips head 
              screws. 
  
4. Remove the top two plastic hole plugs from the  
    adjoining LINX workstation and install the remain- 
    ing Top Support using one 1/4”-20 x 3/4” Phillips  
    head screw. Do not fully tighten at this time. See 
    Figure 3.  
  
 

Linked Peninsula Worksurface 

Figure 1 

Figure 2 Figure 3 

Top support 

Leg  
1/4”-20 x 3/4” Phillips 
head screw 

Top support 

12” or 26” High 
Modesty panel 

1/4”-20 x 3/4” Phillips 
head screws 

Top support 

Hole plugs 

1/4”-20 x 3/4 Phillips 
head screw 

Adjoining workstation 

Leg  
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84569 

 5. Attach the Leg/Modesty Panel assembly to the ad- 
    joining LINX workstation. The Modesty panel in- 
    stalls from the rear and fits between the Top Support 
    and the leg. Attach it with two 1/4”-20 x 3/4” Phil- 
    lips head screws. Tighten all screws securely. 
    See Figure 4. 
  
NOTE: If the 26” Modesty Panel is being installed, 
              use three 1/4”-20 x 3/4” Phillips head 
              screws. It will also be necessary to remove 
              the bottom hole plug from the leg. 
  
6. Remove the Peninsula Worksurface from the carton 
    and place it carefully, finish side down, on a smooth 
    clean surface. 
  
7. Attach the Tubular Leg to the worksurface.  Align  
    the holes in the mounting plate with the appropriate 
    in the worksurface and secure using the five #10AB 
x 
    1.00” Pan head self tapping screws provided. See 
    Figure 5.  
  
8. With two people, turn the Peninsula upright and  
    place it onto the Leg/Modesty Panel assembly. 
    Align the pre-drilled holes in the worksurface 
    with the oval holes in the Modesty Panel and the 
    holes in the Top Support. Fasten with the #10 x 
    3/4” Phillips head screws provided. See Figure 6. 
  
9. Install the plastic hole plugs into the remaining 
    holes in the Peninsula leg assembly. See Figure 6. 
  
10. Level the Peninsula as required by adjusting the  
    levelers on the feet and Tubular Leg. 
  
11. Install a Tie Plate as shown in Figure 7. 

Figure 4 

Figure 6 Figure 7 

Peninsula worksurface 

Leg/Modesty panel 
assembly 

#10 x 3/4” Phillips 
head screws 

Hole plugs 

Tie plate 

#10 x 3/4” Phillips 
head screws 

Leg/Modesty panel 

1/4”-20 x 3/4” Phillips 
head screws 

Plastic hole plugs 

P e n n i n s u l a ,  L i n k e d  
( c o n t . )  
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Figure 5 

Peninsula worksurface 

Tubular leg 
#10AB x 1.00 pan head 
self tapping screws 

Pre-drilled holes 

Leveler 



Tools Required 
     -Phillips head screwdriver 
     -Electric drill 
     -1/8” Drill bit 
  
NOTE: The Peninsula is provided with the Top Con- 
              nection Bracket/Stiffener and the die cast Leg   
              Mounting Plate factory installed. 
  
              The height adjustable Leg provides the ability 
              to install the Peninsula to a 29” to 30” high 
              Worksurface. 
  
1. Remove the Peninsula from the carton and place it 
    carefully, finish side down, on a smooth clean sur- 
    face. 
  
2. Attach the Tubular Leg to the worksurface.  Align the 
    holes in the mounting plate with the appropriate holes 
    in the worksurface and secure using the five #10AB x 
    1.00” Pan head self tapping screws provided.  See 
    Figure 1. 
  
3. With two people, turn the Peninsula upright and place 
    it in position against the Worksurface it will be attach- 
    ed to. See Figure 2. 
  
4. Next, select two holes in the Connection Bracket, one 
    on each side near the center. Using them as a guide,  
    drill holes 1/2” deep into the underside of the Work- 
    surface and install two screws. Drill the remaining ten 
    holes and install the screws. See Figure 2. 
  
5. Install a Tie Plate on each side of the Peninsula. Using 
    the Tie Plates as guides, drill 1/2” deep holes and at- 
    tach them with the screws. See Figure 2.  
  
 

Peninsula, Top Connection 

Figure 1 

80752 

P e n i n s u l a ,  T o p  
C o n n e c t i o n  
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Figure 2 

Peninsula 

Tie plate 

Flush 

#10 x 3/4” Phillips 
head screws 

Worksurface 

Tubular leg 

Leveler 

Top connection 
bracket/stiffener 

Peninsula 

#10AB x 1.00 pan head 
self tapping screws 

Pre-drilled holes 



C o n f e r e n c e  T a b l e  

Tools Required 
     -Phillips head screwdriver 
     -5/32” Allen wrench (provided) 

Conference Table 

81071 
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1. Using the 1/4”-20 x 2.00” button head cap screws and  
    lock washers provided, assemble the base. The Leg  
    Connector has tapped holes. Insert the screws thru the  
    holes in the “C” Legs and tighten into the Leg Connec-  
    tor using the allen wrench provided.  See Figure 1. 

Figure 1 

1/4”-20 x 2.00” button 
head cap screws 

“C Leg 

Leg connector 

.25 Lock washer 



81071 

C o n f e r e n c e  T a b l e  
( c o n t . )  

 
 

  technical furniture 

2. Remove the Conference Table Top from the carton  
    and place it carefully, finished side down, on a smooth  
    clean surface. 
  
3. Place the Base Assembly upside down on the Top,  
    aligning the holes in the Base with the holes in the 
    Top. 
  
4. Fasten the Base Assembly to the Top using the eight 
    #10 x 3/4” Phillips head screws and the eight plain 
    washers provided. See Figure 2. Next, install a Hole 
    Plug (provided) into each of the holes. 
  
5. With two people, turn the Conference Table right side 
    up. Level as necessary. 
  
   

Figure 2 

Base assembly 

Conference table 
top 

#10 x 3/4” Phillips 
head screws 

Plain washers 

Hole plug 

Levelers 

A-23 



81071 

C o n f e r e n c e  T a b l e  
( c o n t . )  
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Parts List  
Description Qty. 

 2176X Round Conference Table Top, 36”  

1 2177X Round Conference Table Top, 42” 1 

 2178X Round Conference Table Top, 48”  

2 2255X “C” Leg 4 

3 59103 #10AB x .75 Phillips Pan Head Thread Forming Screw 8 

4 54225 #10 Plain Washer 8 

5 1242X End Cap  4 

6 21333 Glide Foot 4 

7 85226 1/4”-20 x 2.00” Button Head Cap Screw 8 

8 81062 Leg Connector 1 

9 63655 .750” Dia. Hole Plug 8 

10 59588 Lock Washer, .25” Internal Tooth 8 

Part Number  



 
SELECTING A LOCATION 
Positioning the Posting Shelf to the extreme left or right 
is recommended for all Workstations. 
 
On 24” deep surfaces, the cable port will be blocked 
when in the extreme position. You may wish to move in 
2” to clear it. 
 
Hook-on surfaces (LMS), 72” in length, have a formed 
stiffener on their underside.  The posting shelf  mounts 
on the stiffener. 
 
NOTE: There are 4 mounting holes on each side.  In 
some situations, all the holes will not be used.  On the 
24” deep surface, if the cable port is covered, wou1d be 
one example and the 72” LMS Hook-on is another. 
 

1.  Once your location has been selected, position the 
posting shelf by aligning its front with the front of the 
worksurface and the side with the leg’s top support.  
Mark the holes and drill no more than 3/4” deep. 
 
1A.  For LMS 72” Surfaces, align the fronts as above, 
but align the side with the end of the stiffener.  Mark the 
hole locations and drill  5/32” holes (6).  Allow the drill 
to just penetrate the wood surface.  The  3/4” long screws 
will also penetrate the wood, but just breaking the hard 
wood surface with the drill will suffice. 
 
2.  Attach it with the #10 x 3/4” Sheet Metal Screws 
provided. 
 
The Tray may be removed from the slide by backing out 
the two button head screws on the bottom that are the 
extension stops.  It will be necessary to angle one rear 
corner out at a time.  The same is true for re-assembly. Figure 1 

Posting shelf 

Worksurface 

#10 x 3/4” 
Sheet metal screws 

Top support 

Top support 

Cable port 

Cable port 

   C855MM 
Posting Shelf 

Tools Required 
               -Powered Drill (with #33 drill bit) 
               -Phillips Screw Driver 
 

84085 

P o s t i n g  S h e l f  
 
 

  technical furniture 

A-24 



Tools Required 
     -5/32” Hex key 
     -Phillips head screwdriver 
  

Storage Shelf 

  
1. Remove the two lower plastic Hole Plugs located on 
    the inside of each leg. See Figure 1. 
  
2. Loosen the two lower rear phillips head screws located  
    on the inside of each leg. See Figure 1. 
  
3. Install the Storage Shelf by hooking the slots at the   
    rear of the side flanges over the loosened rear screws. 
    Next, install a 1/4”-20 x 3/8” Button head cap screw in  
    the front oval hole of each side flange. See Figure 2. 
    Tighten all screws. 
  
    CAUTION: The maximum weight of evenly distributed 
                         material is not to exceed 100 pounds. 
 

81046 

Rear phillips head 
screw 

Hole plug 
(remove) 

Storage shelf 

Figure 1 

Workstation 

Figure 2 

1/4”-20 x 3/8” Button 
head cap screw 

Rear phillips head 
screw 

Storage shelf 

Workstation 

S t o r a g e  S h e l f  
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Tools Required 
     -5/32” Allen wrench (provided) 
     -Phillips head screwdriver 
      

1.Remove the two lower plastic Hole Plugs located on 
   the inside of each leg and replace them with the two  
   1/4”- 20 x 3/8” Button head cap screws provided. See  
   Figure 1.  
  
2. Loosen the two lower rear phillips head screws located on 
    the inside of each leg. See Figure 1. 
  
3. Install the Binder Shelf by engaging the forward screws 
    on the legs into the vertical slots in the Shelf. With the 
    Shelf resting on the bottom of the Modesty Panel, push 
    the Shelf toward the Modesty Panel allowing the horizon- 
    tal slots to engage the screws at the rear and front of the 
    legs. See Figure 2.    
  
 
  

Binder Shelf 

69281 

1/4”-20 x 3/8” Button 
head cap screw 

Rear phillips head 
screw 

Figure 1 

Hole plug 
(remove) 

Binder shelf 

Workstation 

Binder shelf 

Workstation 

Rear phillips head 
screw Binder shelf 

Slots 

Figure 2 

B i n d e r  S h e l f  
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W o r k s t a t i o n  C a b l e  
M a n a g e m e n t   

Tools Required 
  - None 

Cable management is an intergral element of each 
Linx Workstation. 
  
* 2” x 2” Cable Ports in laminate tops 
  
* Modesty Panels with “stepped” design for horizontal 
   cable runs. 
  
* Removable Power Ring Cable Retainers in Mod- 
   esty Panels. 
  
* Removable  Wire Covers attach to legs. 
  
* Self adhering Cable Clips. 
  
CABLE PORTS 
  
2” x 2” Cable Ports are located in the workstation top 
to route cables and wires to the Horizontal Raceway 
area of the Modesty Panels. See Figure 1. 
  
MODESTY PANEL/CABLE RETAINERS 
  
The Modesty Panels incorporate a “stepped” design to 
provide a raceway for running cables horizontally and 
to exit at the rear to the Wire Covers attached to the 
supporting legs. 
  
Cable Retainers are factory installed and are designed 
to run larger cables along the bottom section and the 
smaller data/communications wires in the upper section. 
See Figure 2. 
  
Cable Retainers are removable. See Figure 2. Addition- 
al retainers are available. (Order separately). 
  
   

Workstation Cable Management 

Cable ports 

Removable Wire 
covers 

Modesty panel w/cable 
management 

Figure 1 

2” x 2” Cable port 

Snap-out 
cover 

Figure 2 

Modesty panel 

Area for smaller 
dia. wiring 

Large cable area 

Cable retainer 

Rotate 90 degrees 
and lift to remove 

Dimple in Modesty 
panel 

Exit to leg 

84566 
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C o r n e r  L a m i n a t e  
S h e l f  ( c o n t . )  

3. Install one Rear Support “A” and one Rear Support  
    “B” on each side of the Organizer. See Figure 4. 
  
    Ensure that each Rear Support “B” is at the same height 
    as the Shelf Side Brackets. 
  

  
    NOTE: All Corner Shelves with the exception of the  
    WD06-XX * are pre-drilled. This shelf is not pre-drilled  
    to allow installation of the 12”/18” sides on the desired  
    side of the Organizer. 
     
    If you are installing the WD06-XX, position it as desired 
    on the Brackets/Supports and mark the location of the  
    two holes in the Side Brackets on the bottom of the  
    Shelf. 
  
    With two people, remove the Shelf and drill four 1/8” 
    diameter holes 1/2” deep into the bottom surface. Then 
    with two people, re-position the Shelf onto the Brackets/ 
    Supports. 
  
    Fasten the Shelf to the two Side Brackets with four #10  
    x 3/4” Phillips head screws. See Figure 5.  
  
    
    * The WD06-XX Corner Shelf is 42”(1067mm) x 42” 
       (1067mm) with one 12”(305mm) side and one 18” 
       (457mm) side.  

81571 
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Figure 4 

6” approximately 
Rear support “A” 

Rear support “B” 

Figure 5 

#10 x 3/4” Phillips 
head screws 

Upper shelf 



C o r n e r  L a m i n a t e  
S h e l f  ( c o n t . )  

81571 

Parts List  
Description Qty. 

1 2287X Shelf Side Bracket 2 

2 2288X Rear Shelf Support “A” 2 

3 2289X Rear Shelf Support “B” 2 

4 59103 #10AB x 3/4” Phillips Head Thread Forming Screw 4 

 2371X 12” Shelf, 30” Corner Workstation Organizer  

5 2372X 12” Shelf, 42” Corner Workstation Organizer 1 

 2373X 12”/18” Shelf, 42” Corner Workstation Organizer  

 2374X 18” Shelf, 48” Corner Workstation Organizer  

Part Number  
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R e c e p t i o n  S u r f a c e  

Tools Required 
     -5/32” Allen wrench (provided) 
     -Phillips head screwdriver 
  
1. Using the 5/32” Allen wrench, remove the two  
    1/4”-20 x .50” Button head cap screws from the 
    top inner surface of the uprights of each organizer 
    receiving a Reception Surface. See Figure 1. Do   
    not discard the screws; they will be used in Step 2.  
  
2. Attach a Support to the top inner surface of each 
    upright using the 1/4”-20 x .50 Button head cap  
    screws removed in Step 1. See Figure 2. 
  
3. Position the Reception Surface in place on top of the 
    organizer. Align the pre-drilled holes in the Surface 
    with the holes in the Supports and fasten in place  
    with the #10AB x .75” Phillips head screws (provid- 
    ed). See Figure 3. 
 

Reception Surface 

Figure 1 

Figure 2 

Figure 3 

1/4”-20 x .50” Button 
head cap screws 
Do not discard! 

Organizer 

Upright 

1/4”-20 x .50” Button 
head cap screws 

Support 

Reception surface 

#10AB x .75” Phillips 
head screws 

85037 
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R e c e p t i o n  S u r f a c e  
( c o n t . )  

85037 

Parts List  
Description Qty. 

1 4608X Support 2 

2 59103 #10AB x .75” Phillips Head Screw 4 

 5411X Reception Counter, 15” x 24”  

 5412X Reception Counter, 15” x 30”  

 5413X Reception Counter, 15” x 36”  

 5414X Reception Counter, 15” x 42”  

 5415X Reception Counter, 15” x 48”  

 5416X Reception Counter, 15” x 54”  

3 5417X Reception Counter, 15” x 60” 1 

 5418X Reception Counter, 15” x 66”  

 5419X Reception Counter, 15” x 72”  

 5671X Reception Counter, 15” x 36”, ESD  

 5662X Reception Counter, 15” x 42”, ESD  

 5672X Reception Counter, 15” x 48”, ESD  

 5869X Reception Counter, 15” x 54”, ESD  

 5673X Reception Counter, 15” x 60”, ESD  

 5870X Reception Counter, 15” x 66”, ESD  

 5674X Reception Counter, 15” x 72”, ESD  

Part Number  
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O r g a n i z e r  O v e r h e a d  
S h e l f  

Tools Required 
     -5/32” Allen wrench (provided) 
     -7/16” Wrench 
     -Plastic mallet 

NOTE: The Shelf is shipped with four shoulder screws 
              installed in the bottom surface. Be careful not 
              to damage other surfaces after unpacking. 
  
1. Remove the Top Cap from each of the Organizer 
    uprights. See Figure 1. 
  
2. Install a Plastic Grommet into each of the two 
    square holes inside the top of each upright. See 
    Figure 1. 
  
3. Insert a Spacer into the top of each upright with the 
    offset bends toward the inside. See Figure 2. 
  
    Assemble the Left and Right hand Shelf Supports  
    onto the top of each upright by placing them over the  
    Spacers and securing them with the 1/4”-20 x 3.50”  
    Lag screws and washers provided. DO NOT tighten  
    at this time. IMPORTANT: Be sure to install the  
    Shelf Supports with the mounting clips facing up.  
    See Figure 2. See note below before tightening the  
    screws. 
  
    NOTE: To provide side clearance for the Locking 
                  Compartment door, the Shelf Supports are  
                  .10”(2,5mm) narrower than the uprights to  
                  which they are mounted. See Figure 3. 
  
    Align the outer surfaces of the Shelf Supports with 
    the outer surfaces of the uprights and tighten the lag 
    screws until they just bottom out. DO NOT OVER- 
    TIGHTEN. 
 

Organizer Overhead Shelf 

Figure 1 

Plastic grommet 

Square hole 

Upright 

Top cap 

Locking compartment 

Figure 2 

Upright 

1/4”-20 x 3/1/2” Lag 
screw 

Washer 

Mounting clip 

Shelf support 
(L.H. shown) 

Spacer 

Locking compartment 

Figure 3 

Shelf support 

Upright 

.10”(2,5mm) Gap 

82247 
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O r g a n i z e r  O v e r h e a d  
S h e l f  ( c o n t . )  

4. Four 3/4” squares of double faced adhesive tape have 
    been provided to attach the bottom edge of the Shelf 
    Rear Panel to the top of the Organizer back panel. 
  
    Attach the four squares of double faced tape , evenly 
    spaced, to the top of the Organizer back panel. See 
    Figure 4. 
  
5. Install the Shelf Rear Panel into the back of the  
    Shelf Supports and fasten it in place with the two 
    1/4”-20 x 3/8” screws provided. See Figure 4. 
  
6. If you are installing a 72”(1829mm) wide Shelf, in- 
    stall the Center Support to the underside of the Shelf 
    at this time. Use the #10 x 3/4” screws provided. See 
    Figure 5. 
  
7. With two people, align the shoulder screws in the 
    bottom of the Shelf with the slots in the mounting 
    clips. See Figure 5. 
  
    Insert the shoulder screws into the slots in the moun- 
    ting clips and push the Shelf back to seat it. Ensure 
    that the Shelf is fully seated by tapping the front edge 
    of the Shelf with a plastic mallet. If a Support moves 
    backward, re-align it with the upright by tapping it  
    with a plastic mallet.  
  
    NOTE: The Shelf can be removed if necessary by 
                  grasping one front corner at a time and giv- 
                  ing it a sharp pull. 
 

Figure 4 

Rear panel 

Shelf support 

1/4”-20 x 3/8” Button 
head cap screw 

3/4” Square double 
faced tape 

Shelf support 

Figure 5 

Shelf 

Shelf 

Center support 
(72” wide shelf only) #10 x 3/4” Phillips 

head screw 

Shoulder screw 

Mounting clip 

82247 
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82247 

O r g a n i z e r  O v e r h e a d  
S h e l f   ( c o n t . )  

Parts List  
Description Qty. 

 2967X 24” Laminated Shelf  

 2968X 30” Laminated Shelf  

1 2969X 36” Laminated Shelf 1 

 2970X 48” Laminated Shelf  

 2971X 60” Laminated Shelf  

 2971X 72” Laminated Shelf  

2 82248 #12SMT x .88 Screw 4 

3 2973X Shelf Support Assembly, L.H. 1 

4 2974X Shelf Support Assembly, R.H. 1 

5 82246 Spacer 2 

Part Number  

Parts List  
Description Qty. 

 2960X 24” Rear Panel  

 2961X 30” Rear Panel  

6 2962X 36” Rear Panel 1 

 2963X 48” Rear Panel  

 2964X 60” Rear Panel  

 2965X 72” Rear Panel  

7 82253 1/4” x 3-1/2” Lag Screw 4 

8 81710 5/16” Washer 4 

9 22738 Plastic Grommet 4 

10 68681 1/4”-20 x 3/8” Button hd Cap Screw 2 

11 2966X Center Support 1 

12 59103 #10AB x 3/4” Phillips Pan Hd Screw 2 

13 53727 Tape Strip 1 

Part Number  
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T a c k a b l e  F a b r i c   
B a c k  P a n e l s  

Tools Required 
     -None 
  

NOTE: The LINX Organizer must be fastened to the 
              Worksurface. 
  
1. The Tackable Fabric Back Panel has magnetic 
    strips which allows it to be installed on the back 
    of a LINX Organizer. Position the panel on the  
    back of the organizer and adjust it vertically or 
    horizontally as necessary. See Figure 1.   
  

    32” or 36” Organizers require two panels. 
    Locate and fasten the top panel first, then the  
    second panel directly below. See Figure 2. 

Tackable Fabric Back Panels 

Figure 1 

Fabric back panel 
Magnetic strips 

Worksurface 

Organizer 

Figure 2 

Fabric back panels 

32”/36” High organizer 

69376 
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T a c k a b l e  F a b r i c   
B a c k  P a n e l s  ( c o n t . )  

69376 

Parts List  
Description Qty. 

 W206-XX 16”H x 24”W Rear Fabric Panel  

 W306-XX 16”H x 30”W Rear Fabric Panel  

 W366-XX 16”H x 36”W Rear Fabric Panel  

 W436-XX 16”H x 42”W Rear Fabric Panel  

 W406-XX 16”H x 48”W Rear Fabric Panel  

 W506-XX 16”H x 54”W Rear Fabric Panel  

 W606-XX 16”H x 60”W Rear Fabric Panel  

 W678-XX 16”H x 66”W Rear Fabric Panel  

1 W726-XX 16”H x 72”W Rear Fabric Panel 1 

 W530-XX 20”H x 24”W Rear Fabric Panel  

 W531-XX 20”H x 30”W Rear Fabric Panel  

 W532-XX 20”H x 36”W Rear Fabric Panel  

 W533-XX 20”H x 42”W Rear Fabric Panel  

 W534-XX 20”H x 48”W Rear Fabric Panel  

 W535-XX 20”H x 54”W Rear Fabric Panel  

 W536-XX 20”H x 60”W Rear Fabric Panel  

 W537-XX 20”H x 66”W Rear Fabric Panel  

 W538-XX 20”H x 72”W Rear Fabric Panel  

Part Number  
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69299 

Parts List  
Description Qty. 

 1479X 16” Upright, R.H.  

1 1480X 32” Upright, R.H. 1 

 4932X 36” Upright, R.H.  

 1464X 16” Upright, L.H.  

2 1465X 32” Upright, L.H. 1 

 4931X 36” Upright, L.H.  

3 1454X Cap 2 

4 2236X Mounting Bracket 2 

5 59103 #10 x 3/4” Phillips Pan Head 
Screws 

4 

6 69361 1/4”-20 x 2-1/2” Button Head Cap 
Screws 

4-8 

7 82703 1/4”-20 x 1/2” Button Head Cap 
Screws 

4 

 2199X 16” x 24” Back Panel, Fabric  

 2200X 16” x 30” Back Panel, Fabric  

 2201X 16” x 36” Back Panel, Fabric  

 3590X 16” x 42” Back Panel, Fabric  

 1460X 16” x 48” Back Panel, Fabric  

 3760X 16” x 54” Back Panel, Fabric  

 1461X 16” x 60” Back Panel, Fabric  

8 3761X 6” x 66” Back1 Panel, Fabric 1-2 

 2202X 16” x 72” Back Panel, Fabric  

 4895X 20” x 24” Back Panel, Fabric  

 4896X 20” x 30” Back Panel, Fabric  

 4897X 20” x 36” Back Panel, Fabric  

 4898X 20” x 42” Back Panel, Fabric  

 3526X 20” x 48” Back Panel, Fabric  

 4899X 20” x 54” Back Panel, Fabric  

 3126X 20” x 60” Back Panel, Fabric  

Part Number  

Parts List  
Description Qty. 

 4900X 20” x 66” Back Panel, Fabric  

 3773X 20” x 72” Back Panel, Fabric  

 5050X 16” x 24” Back Panel, Fabric  

 2238X 16” x 30” Back Panel, Fabric  

 4106X 16” x 36” Back Panel, Fabric  

 2223X 16” x 42” Back Panel, Fabric  

 2291X 16” x 48” Back Panel, Fabric  

8 4908X 16” x 60” Back Panel, Fabric 1-2 

 2295X 16” x 72” Back Panel, Fabric  

 5048X 20” x 24” Back Panel, Fabric  

 5049X 20” x 30” Back Panel, Fabric  

 4901X 20” x 36” Back Panel, Fabric  

 4902X 20” x 42” Back Panel, Fabric  

 4903X 20” x 48” Back Panel, Fabric  

 4904X 20” x 60” Back Panel, Fabric  

 4905X 20” x 72” Back Panel, Fabric  

 2234X Rear Corner Connector, 16” High  

9 2224X Rear Corner Connector, 32” High 1 

 4910X Rear Corner Connector, 36” High  

 2235X Front Corner Connector, 16” High  

10 2225X Front Corner Connector, 32” High 1 

 4911X Front Corner Connector, 36” High  

11 81008 1/4”-20 x 1.00” Button Head Cap 
Screw 

4-8 

Part Number  

W o r k s t a t i o n   
O r g a n i z e r s  S e r v i c e   
P a r t s  L i s t  
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69299 

W o r k s t a t i o n   
O r g a n i z e r s  S e r v i c e   
P a r t s  L i s t  ( c o n t . )   

 
 

  technical furniture 

D-29 

Parts List  
Description Qty. 

 84601 Tack Panel, 16” High Back Panels  

 84602 Tack Panel, 16” High Back Panels  

 84603 Tack Panel, 16” High Back Panels  

 84604 Tack Panel, 16” High Back Panels  

 84605 Tack Panel, 16” High Back Panels  

 84606 Tack Panel, 16” High Back Panels  

 84607 Tack Panel, 16” High Back Panels  

 84608 Tack Panel, 16” High Back Panels  

 84609 Tack Panel, 16” High Back Panels  

 84844 Tack Panel, 16” High Back Panels  

 84845 Tack Panel, 16” High Back Panels  

 84846 Tack Panel, 16” High Back Panels  

 84847 Tack Panel, 16” High Back Panels  

 84848 Tack Panel, 16” High Back Panels  

12 84849 Tack Panel, 16” High Back Panels 1-4 

 84850 Tack Panel, 16” High Back Panels  

 84324 Tack Panel, 20” High Back Panels  

 84325 Tack Panel, 20” High Back Panels  

 84326 Tack Panel, 20” High Back Panels  

 84327 Tack Panel, 20” High Back Panels  

 84328 Tack Panel, 20” High Back Panels  

 84329 Tack Panel, 20” High Back Panels  

 84330 Tack Panel, 20” High Back Panels  

 84331 Tack Panel, 20” High Back Panels  

 84332 Tack Panel, 20” High Back Panels  

 84333 Tack Panel, 20” High Back Panels  

 84334 Tack Panel, 20” High Back Panels  

 84335 Tack Panel, 20” High Back Panels  

 84336 Tack Panel, 20” High Back Panels  

Part Number  

Parts List  
Description Qty. 

 84337 Tack Panel, 20” High Back Panels  

12 84338 Tack Panel, 20” High Back Panels 1-4 

 84339 Tack Panel, 20” High Back Panels  

13 86972 Drill Template 1 

14 6981X Channel Filler 2 

Part Number  



69299 

16” High Corner Organizer 

W o r k s t a t i o n   
O r g a n i z e r s  S e r v i c e   
P a r t s  L i s t  ( c o n t . )   
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36” High Organizer 



69299 

W o r k s t a t i o n   
O r g a n i z e r s  S e r v i c e   
P a r t s  L i s t  ( c o n t . )   
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16” High Organizer 

32” High Organizer 



69299 

36” High Corner Organizer 

32” High Corner Organizer 

W o r k s t a t i o n   
O r g a n i z e r s  S e r v i c e   
P a r t s  L i s t  ( c o n t . )   
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69299 

36” High Pass-Through Organizer 

W o r k s t a t i o n   
O r g a n i z e r s  S e r v i c e   
P a r t s  L i s t  ( c o n t . )   
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T e c h O r g a n i z e r  

Tools Required 
     -#33 (.113 dia.) Drill (Jobbers length) 
     -Electric drill 
     -Phillips head screwdriver 
     -Plastic mallet 
 
The TechOrganizer can be installed on Linx 
Worksurfaces or appropriate industrial work benches. 
  
Linx Worksurfaces with full depth uprights are  
recommended to provide a Workstation/Organizer 
with greatest stability. 
  
Important Safety Instructions 
  
* The Organizer must be properly secured to the Work- 
   surface prior to installing of components. 
  
* Frame load capacity is 300 lbs. (Linx Worksurfaces) 
   and 400 lbs. (Workbenches). 
  
* Do not install shelves that are greater than 18” deep. 
  
* Do not install shelves more than 35” above the Work- 
   surface. 
 
  
1. Position the TechOrganizer in the desired location 
    on the back of the Worksurface. On a Linx Worksur- 
    face, locate the back of the frame .20” from the back 
    edge of the Worksurface. See Figure 1. 
  
2. Using the holes in the frame bottom crossbar and the  
    holes in the feet as a template, locate and drill the  
    appropriate quantity of .113 dia. holes .50” deep in 
    the Worksurface. See Figure 1. 
  
    NOTE: If the feet are not 90° to the frame, tap the 
                  ends with a plastic mallet to correct. 
  
3. Attach the frame bottom crossbar to the worksurface 
    using the #10AB x 2.25” Phillips head flat head screws 
    (provided). See Figure 1. 
  
4. Attach the feet to the Worksurface using the four  
    #10AB x .75 Phillips pan head screws (provided). 
    See Figure 1. 
 

85030 
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TechOrganizer 

Figure 1 

.20” 

Linx worksurface 
(with full depth uprights) 

TechOrganizer 
frame 

Foot 

Foot 

#10AB x .75” Phillips 
pan head screws 

#10AB x 2.25” Phillips 
flat head screws 

Bottom crossbar 



85030 

Parts List  
Description Qty. 

 6074X Organizer Frame, 16” x 24”  

 6075X Organizer Frame, 32” x 24”  

 6076X Organizer Frame, 36” x 24”  

 6077X Organizer Frame, 48” x 24”  

 6078X Organizer Frame, 16” x 30”  

 6079X Organizer Frame, 32” x 30”  

 6080X Organizer Frame, 36” x 30”  

 6081X Organizer Frame, 48” x 30”  

 6082X Organizer Frame, 16” x 36”  

 6083X Organizer Frame, 32” x 36”  

 6084X Organizer Frame, 36” x 36”  

 6085X Organizer Frame, 48” x 36”  

 6086X Organizer Frame, 16” x 42”  

1 6087X Organizer Frame, 32” x 42” 1 

 6088X Organizer Frame, 36” x 42”  

 6089X Organizer Frame, 48” x 42”  

 5441X Organizer Frame, 16” x 48”  

 5442X Organizer Frame, 32” x 48”  

 5443X Organizer Frame, 36” x 48”  

 6090X Organizer Frame, 48” x 48”  

 5444X Organizer Frame, 16” x 60”  

 5445X Organizer Frame, 32” x 60”  

 5446X Organizer Frame, 36” x 60”  

 6091X Organizer Frame, 48” x 60”  

 5450X Organizer Frame, 16” x 72”  

 5451X Organizer Frame, 32” x 72”  

 5452X Organizer Frame, 36” x 72”  

 6109X Organizer Frame, 48” x 72”  

Part Number  

Parts List  
Description Qty. 

 5447X Organizer Frame, 16” x 72”  

1 5448X Organizer Frame, 32” x 72” 1 

 5449X Organizer Frame, 36” x 72”  

 6092X Organizer Frame, 48” x 72”  

 6094X Cover, 24”  

 6095X Cover, 30”  

 6096X Cover, 36”  

 6097X Cover, 42”  

 5437X Cover, 48”  

 5438X Cover, 60”  

2 5439X Cover, 72” 1 

 6375X Cover, 24”  

 6376X Cover, 30”  

 6377X Cover, 36”  

 6378X Cover, 42”  

 6379X Cover, 48”  

 6380X Cover, 60”  

 6381X Cover, 72”  

3 5431X Cap 2 

 5434X Cover - End Standard, 16”  

4 5435X Cover - End Standard, 32” 2 

 5436X Cover - End Standard, 36”  

 6093X Cover - End Standard, 48”  

5 84742 #10AB x 2.25” Phillips Flat Head Screw varies 

Part Number  

T e c h O r g a n i z e r  
S e r v i c e  P a r t s  L i s t  
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Parts List  
Description Qty. 

 6251X CWS Organizer Frame, 16” x 24”- R.H.  

 6253X CWS Organizer Frame, 32” x 24”- R.H.  

 6255X CWS Organizer Frame, 36” x 24”- R.H.  

 6257X CWS Organizer Frame, 48” x 24”- R.H.  

 6259X CWS Organizer Frame, 16” x 30”-R.H.  

 6261X CWS Organizer Frame, 32” x 30”- R.H.  

 6263X CWS Organizer Frame, 36” x 30”- R.H.  

 6265X CWS Organizer Frame, 48” x 30”- R.H.  

 6267X CWS Organizer Frame, 16” x 36”- R.H.  

 6269X CWS Organizer Frame, 32” x 36”- R.H.  

 6271X CWS Organizer Frame, 36” x 36”- R.H.  

 6273X CWS Organizer Frame, 48” x 36”- R.H.  

 6275X CWS Organizer Frame, 16” x 42”- R.H.  

6 6277X CWS Organizer Frame, 32” x 42”- R.H. 1 

 6279X CWS Organizer Frame, 36” x 42”- R.H.  

 6281X CWS Organizer Frame, 48” x 42”- R.H.  

 6383X CWS Organizer Frame, 16” x 48”- R.H.  

 6285X CWS Organizer Frame, 32” x 48”- R.H.  

 6287X CWS Organizer Frame, 36” x 48”- R.H.  

 6289X CWS Organizer Frame, 48” x 48”- R.H.  

 6291X CWS Organizer Frame, 16” x 60”- R.H.  

 6293X CWS Organizer Frame, 32” x 60”- R.H.  

 6295X CWS Organizer Frame, 36” x 60”- R.H.  

 6297X CWS Organizer Frame, 48” x 60”- R.H.  

 6299X CWS Organizer Frame, 16” x 72”- R.H.  

 6301X CWS Organizer Frame, 32” x 72”- R.H.  

 6303X CWS Organizer Frame, 36” x 72”- R.H.  

 6305X CWS Organizer Frame, 48” x 72”- R.H.  

Part Number  

T e c h O r g a n i z e r  
S e r v i c e  P a r t s  L i s t  
( c o n t . )  

 
 

  technical furniture 

E-3 



85030 

Parts List  
Description Qty. 

 6250X CWS Organizer Frame, 16” x 24”- L.H.  

 6252X CWS Organizer Frame, 32” x 24”- L.H.  

 6254X CWS Organizer Frame, 36” x 24”- L.H.  

 6256X CWS Organizer Frame, 48” x 24”- L.H.  

 6258X CWS Organizer Frame, 16” x 30”- L.H.  

 6260X CWS Organizer Frame, 32” x 30”- L.H.  

 6262X CWS Organizer Frame, 36” x 30”- L.H.  

 6264X CWS Organizer Frame, 48” x 30”- L.H.  

 6266X CWS Organizer Frame, 16” x 36”- L.H.  

 6268X CWS Organizer Frame, 32” x 36”- L.H.  

 6270X CWS Organizer Frame, 36” x 36”- L.H.  

 6272X CWS Organizer Frame, 48” x 36”- L.H.  

 6274X CWS Organizer Frame, 16” x 42”- L.H.  

7 6276X CWS Organizer Frame, 32” x 42”- L.H. 1 

 6278X CWS Organizer Frame, 36” x 42”- L.H.  

 6280X CWS Organizer Frame, 48” x 42”- L.H.  

 6382X CWS Organizer Frame, 16” x 48”- L.H.  

 6284X CWS Organizer Frame, 32” x 48”- L.H.  

 6286X CWS Organizer Frame, 36” x 48”- L.H.  

 6288X CWS Organizer Frame, 48” x 48”- L.H.  

 6290X CWS Organizer Frame, 16” x 60”- L.H.  

 6292X CWS Organizer Frame, 32” x 60”- L.H.  

 6294X CWS Organizer Frame, 36” x 60”- L.H.  

 6296X CWS Organizer Frame, 48” x 60”- L.H.  

 6298X CWS Organizer Frame, 16” x 72”- L.H.  

 6300X CWS Organizer Frame, 32” x 72”- L.H.  

 6302X CWS Organizer Frame, 36” x 72”- L.H.  

 6304X CWS Organizer Frame, 48” x 72”- L.H.  

Part Number  

T e c h O r g a n i z e r  
S e r v i c e  P a r t s  L i s t  
( c o n t . )  
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Parts List  
Description Qty. 

 6229X Corner Post, 16”  

8 6230X Corner Post, 32” 1 

 6231X Corner Post, 36”  

 6232X Corner Post, 48”  

9 6233X Cap 1 

10 83508 1/4”-20 x 1-5/8” Button Head Cap Screw  

Part Number  

TechOrganizer 

Corner TechOrganizer 

T e c h O r g a n i z e r  
S e r v i c e  P a r t s  L i s t  
( c o n t . )  
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C o r n e r   
T e c h O r g a n i z e r  

 
The Corner TechOrganizer can be installed on Linx 
Worksurfaces or appropriate industrial work benches. 
  
LINX Worksurfaces with full depth uprights are  
recommended to provide a Workstation/Organizer 
with greatest stability. 
  
Important Safety Instructions 
  
* The Organizer must be properly secured to the Work- 
   surface prior to installing of components. 
 
* Frame load capacity is 300 lbs. (Linx worksurfaces) 
   400 lbs. (Workbenches). 
  
* Do not install shelves that are greater than 18” deep. 
  
* Do not install shelves more than 35” above the Work- 
   surface. 
  
1. Assemble Left hand and Right hand Organizer frames 
    to the Corner post with the 1/4”-20 x 1-5/8” Button 
    head cap screws provided. See Figure 1.  
 
 

Corner TechOrganizer 

Figure 1 

R.H. Organizer 
frame 

L.H. Organizer 
frame 

Corner post 

1/4”-20 x 1-5/8” Button 
head cap screws 

Tools Required 
     -#33 (.113 dia.) Drill (Jobbers length)                                               
     -Electric drill 
     -5/32” Allen wrench (provided) 
     -Phillips head screwdriver 
     -Plastic mallet 
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C o r n e r   
T e c h O r g a n i z e r  
( c o n t . )  

 
2. With two people, position the TechOrganizer in the  
    desired location on the back of the Worksurface. On a  
    Linx Worksurface, locate the back of the frame .20”  
    from the back edge of the Worksurface. See Figure 2. 
  
3. Using the holes in the frame bottom crossbar and the  
    holes in the feet as a template, locate and drill the  
    appropriate quantity of .113 dia. holes .50” deep in 
    the Worksurface. See Figure 2. 
  
    NOTE: If the feet are not 90° to the frame, tap the 
                  ends with a plastic mallet to correct. 
  
4. Attach the frame bottom crossbar to the worksurface 
    using the #10AB x 2.25” Phillips head flat head screws 
    (provided). See Figure 2. 
  
5. Attach the feet to the Worksurface using the four  
    #10AB x .75 Phillips pan head screws (provided). 
    See Figure 2. 
 

.20

Linx worksurface 
(with full depth uprights) 

Corner TechOrganizer 
frame 

Foot 
#10AB x .75” Phillips 
pan head screws 

#10AB x 2.25” Phillips 
flat head screws 

Bottom crossbar 

Figure 2 
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W h i t e ,  P e g  A n d  
B i n  B o a r d s  

White Board 

Tools Required 
     -Phillips head screwdriver 
     -Flat blade screwdriver 
     -Plastic mallet 
  
NOTE: White Boards, Peg Boards and Bin Boards    
              are provided in various widths and heights  
              depending on the size of your TechOrganizer. 
  
              The 19” Boards can be installed in multiple  
              vertical locations on the TechOrganizer frame. 
  
                
IMPORTANT 
The Boards must be installed prior to any 
component which may extend across a portion 
of the board. 
  
The TechOrganizer frame must be properly attached to 
the Worksurface prior to panel installation. 
  
1. Attach the steel Mounting Channels to the sides 
    of the Organizer frame slotted standards by align- 
    ing the holes in the Channels with the pre-punched 
    holes in the standards and securing them with the  
    #8-32 x 3/8” Phillips pan head thread forming  
    screws provided. See Figure 1. NOTE: Be sure that  
    the embossed triangle at the end of each Channel is  
    at the top. 
      
  

85089 

Figure 1 

TechOrganizer 

Worksurface 

Mounting channel 

#8-32 x 3/8” Phillips 
pan head thread forming 
screws 

Slotted standard 

Embossed triangle 

Bin Board Peg Board 
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W h i t e ,  P e g  A n d  
B i n  B o a r d s  
( c o n t . )  

Figure 2 

White, Peg or Bin board panel 

Hooks 

Mounting channel 

Rectangular slot 

#10-24 x 3/4” Phillips 
pan head thread 
forming  

2. Attach the Board panel to the Mounting  
    Channels by inserting the panel hooks into the 
    rectangular slots in the Mounting Channels. See 
    Figure 2.  
  
    Ensure that the Board panel is fully seated onto the  
    Mounting Channels. Use a flat blade screwdriver as a  
    lever or a plastic mallet as required. 
  
3. Lock the Board in place by installing two  #10-24 x 3/4”  
    Phillips pan head thread forming screws into the bottom  
    of the panel. See Figure 2. 
  

    IMPORTANT 
    The panel must be fully seated prior to installation 
    of the screws. 
  
    NOTE: Use only Dry Erase markers on the White  
                 Board surface that erase with a dry cloth or  
                 eraser.            
                                                                                                                     
                 It may be necessary to use a cleaner to periodi-  
                 cally clean the board and to fully erase certain  
                 markers.  
                                       
                 Optional Marker Trays are available. Refer- 
                 ence the Wright Line Spec. Guide. 
                 
 

85089 
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W h i t e ,  P e g  A n d  
B i n  B o a r d s  
( c o n t . )  

Parts List  
Description Qty. 

 85100 White Board - 11.64” High x 20.92” Wide  

 85101 White Board - 11.64” High x 26.92” Wide  

 85102 White Board - 11.64” High x 32.92” Wide  

 84902 White Board - 18.64” High x 20.92” Wide  

 84903 White Board - 18.64” High x 26.92” Wide  

 84904 White Board - 18.64” High x 32.92” Wide  

 84902 White Board - 19.10” High x 20.92” Wide  

 84903 White Board - 19.10” High x 26.92” Wide  

1 84904 White Board - 19.10” High x 32.92” Wide 1 

 84905 White Board - 27.64” High x 20.92” Wide  

 84906 White Board - 27.64” High x 26.92” Wide  

 84907 White Board - 27.64” High x 32.92” Wide  

 84908 White Board - 31.64” High x 20.92” Wide  

 84909 White Board - 31.64” High x 26.92” Wide  

 84910 White Board - 31.64” High x 32.92” Wide  

 84925 White Board - 43.64” High x 20.92” Wide  

 84926 White Board - 43.64” High x 26.92” Wide  

 84927 White Board - 43.64” High x 32.92” Wide  

 6774X Peg Board - 11.64” High x 20.92” Wide  

 6775X Peg Board - 11.64” High x 26.92” Wide  

 6776X Peg Board - 11.64” High x 32.92” Wide  

 6189X Peg Board - 18.64” High x 20.92” Wide  

 6190X Peg Board - 18.64” High x 26.92” Wide  

 6191X Peg Board - 18.64” High x 32.92” Wide  

2 6192X Peg Board - 27.64” High x 20.92” Wide 1 

 6193X Peg Board - 27.64” High x 26.92” Wide  

 6194X Peg Board - 27.64” High x 32.92” Wide  

 6195X Peg Board - 31.64” High x 20.92” Wide  

 6196X Peg Board - 31.64” High x 26.92” Wide  

Part Number  
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W h i t e ,  P e g  A n d  
B i n  B o a r d s  
( c o n t . )  

Parts List  
Description Qty. 

 6197X Peg Board - 31.64” High x 32.92” Wide  

2 6198X Peg Board - 43.64” High x 20.92” Wide 1 

 6199X Peg Board - 43.64” High x 26.92” Wide  

 6200X Peg Board - 43.64” High x 32.92” Wide  

 6782X Bin Board - 11.64” High x 20.92” Wide  

 6783X Bin Board - 11.64” High x 26.92” Wide  

 6784X Bin Board - 11.64” High x 32.92” Wide  

 6201X Bin Board - 18.64” High x 20.92” Wide  

 6202X Bin Board - 18.64” High x 26.92” Wide  

 6203X Bin Board - 18.64” High x 32.92” Wide  

3 6204X Bin Board - 27.64” High x 20.92” Wide 1 

 6205X Bin Board - 27.64” High x 26.92” Wide  

 6206X Bin Board - 27.64” High x 32.92” Wide  

 6207X Bin Board - 31.64” High x 20.92” Wide  

 6208X Bin Board - 31.64” High x 26.92” Wide  

 6209X Bin Board - 31.64” High x 32.92” Wide  

 6210X Bin Board - 43.64” High x 20.92” Wide  

 6211X Bin Board - 43.64” High x 26.92” Wide  

 6212X Bin Board - 43.64” High x 32.92” Wide  

 6127X 18.5” Mounting Channel  

4 6128X 27.5” Mounting Channel 2 

 6129X 31.5” Mounting Channel  

 6130X 43.5” Mounting Channel  

5 83645 #8-32 x 3/8” Phillips Pan Head Thread 
Forming Screws 

varies 

6 80023 #10-24 x 3/4” Phillips Pan Head Thread 
Forming Screws 

 

Part Number  
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W h i t e ,  P e g  A n d  
B i n  B o a r d s  
( c o n t . )  
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M a r k e r  T r a y  

Tools Required 
     -None 
  
 

White board 

White board 
Marker tray 

Bend line 

Marker Tray 

  
1. Remove the release liner from the double faced  
    tape on the back of the Marker Tray.  
  
2. Carefully align the bottom of the Tray with the  
    bend line at the bottom of the White Board and 
    center it side to side. 
  
    Now press the Marker Tray firmly in place. For 
    maximum adhesion, do not use the Tray for 24 
    hours. 
  
 

85130 
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M a r k e r  T r a y  ( c o n t . )  

Parts List  
Description Qty. 

 6596X Marker Tray - 24”  

1 6597X Marker Tray - 30” 1 

 6598X Marker Tray - 36”  

Part Number  

85130 
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F a b r i c  T e c h  W a l l  
 

Tools Required 
     -Phillips head screwdriver 
     -Flat file 
  
NOTE: Panels are provided in various widths and  
              heights depending on the size of your unit. 
  
IMPORTANT 
For ease of installation, it is recommended that the Fabric 
Tech Walls be installed onto theTechOrganizer frame 
prior to the installation of other components. i.e. Locking 
Compartments, Shelves, etc. 
  
  
The TechOrganizer frame must be properly attached to 
the Worksurface prior to panel installation. 
  
1. Attach the steel Mounting Channels to the sides 
    of the Organizer frame slotted standards by align- 
    ing the holes in the Channels with the pre-punched 
    holes in the standards and securing them with the  
    #8-32 x 3/8” Phillips pan head thread forming  
    screws provided. NOTE: Be sure that the emboss- 
    ed triangle at the end of each Channel is at the top. 
      
  
 

 Fabric Tech Wall 

85082 

Figure 1 

TechOrganizer 

Worksurface 

Mounting channel 

#8-32 x 3/8” Phillips 
pan head thread forming 
screws 

Slotted standard 

Embossed triangle 
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F a b r i c  T e c h  W a l l  
( c o n t . )  

Important: For proper Tech Wall installation, the 
Mounting Channels must attach flat against the 
slotted standards. If a weld joining the two halves  
of the double standard exceeds a height of approxi- 
mately .03”(.8mm), it may be necessary to carefully 
file the weld. See Figure 2. 
  
2. Install the panels onto the TechOrganizer frame by  
    first inserting one side of the Tech Wall onto one 
    Mounting Channel and then snapping the other side  
    onto the opposite Mounting Channel. See Figure 3. 
  
    To facilitate positioning the Tech Wall within the  
    frame, align the locator tab on each corner of the  
    Tech Wall with the appropriate notch in the Mount- 
    ing Channel. See Figure 4. 
  
   

Figure 2 

Double standard 

.030 max. 

Mounting channel 

Double standard 
End standard 

Tech wall 

Figure 3 

Figure 4 

85082 

Locator tab 

Mounting channel Notch 
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F a b r i c  T e c h  W a l l  
( c o n t . )  

Tech Walls may be installed onto the Organizer frames 
that have other components on one side.  
  
1. Attach a single steel Mounting Channel to the left 
    or right side of each frame section. See Figure 1. 
  
2. Install the Tech Wall onto the single Mounting  
    Channel. See Figure 2. 
  
     

  
3. With the Tech Wall in place, insert the second  
    Mounting Channel into the vertical panel retainer.  
    See Figure 3a. Align the frame tabs with the notches  
    in the channel.  
  
    Rotate the Mounting Channel, align the holes in the 
    channel with the holes in the frame standard, and  
    fasten the channel in place using the #8-32 x 3/8” 
    screws. See Figure 3b. 
  
4. Install the second set of Tech Walls onto the side of  
    the frame without components folowing the instructions 
    on previous page. Organizer 

standards 

Mounting channel Figure 1 

Figure 2 

Tech wall Components this side 

Mounting channel 

Organizer frame 
section 

Tech wall 

Tech Wall Installation with Components Pre-installed on One Side of the Frame 

Figure 

Vertical panel 
retainer 

Mounting channel 

Organizer frame 
section Figure 3b 

Tech wall 

#8-32 x 3/8” Screw 

Organizer frame 
section 
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Parts List  
Description Qty. 

 6213X 12.52” x 21.21” Fabric Panel  

 6214X 12.52” x 27.21” Fabric Panel  

 6215X 12.52” x 33.21” Fabric Panel  

 6685X 12.52” x 39.21” Fabric Panel  

 6216X 28.52” x 21.21” Fabric Panel  

 6217X 28.52” x 27.21” Fabric Panel  

 6218X 28.52” x 33.21” Fabric Panel  

 6686X 28.52” x 39.21” Fabric Panel  

 6219X 32.52” x 21.21” Fabric Panel  

 6220X 32.52” x 27.21” Fabric Panel  

 6221X 32.52” x 33.21” Fabric Panel  

 6687X 32.52” x 39.21” Fabric Panel  

1 6222X 44.52” x 21.21” Fabric Panel varies 

 6223X 44.52” x 27.21” Fabric Panel  

 6224X 44.52” x 33.21” Fabric Panel  

 6688X 44.52” x 39.21” Fabric Panel  

 6338X 12.52” x 18.17” Fabric Panel  

 6339X 28.52” x 18.17” Fabric Panel  

 6340X 32.52” x 18.17” Fabric Panel  

 6341X 44.52” x 18.17” Fabric Panel  

 6342X 12.52” x 24.17” Fabric Panel  

 6343X 28.52” x 18.17” Fabric Panel  

 6344X 32.52” x 18.17” Fabric Panel  

 6345X 44.52” x 24.17” Fabric Panel  

 6346X 12.52” x 30.17” Fabric Panel  

 6347X 28.52” x 30.17” Fabric Panel  

 6348X 32.52” x 30.17” Fabric Panel  

 6349X 44.52” x 30.17” Fabric Panel  

Part Number  

F a b r i c  T e c h  W a l l  
( c o n t . )  

 
 

  technical furniture 

Parts List  
Description Qty. 

 6350X 12.52” x 36.17” Fabric Panel  

 6351X 28.52” x 36.17” Fabric Panel  

 6352X 32.52” x 36.17” Fabric Panel  

 6353X 44.52” x 36.17” Fabric Panel  

 6354X 12.52” x 19.70” Fabric Panel  

 6355X 28.52” x 19.70” Fabric Panel  

1 6356X 32.52” x 19.70” Fabric Panel varies 

 6357X 44.52” x 19.70” Fabric Panel  

 6358X 12.52” x 25.70” Fabric Panel  

 6359X 28.52” x 25.70” Fabric Panel  

 6360X 32.52” x 25.70” Fabric Panel  

 6361X 44.52” x 25.70” Fabric Panel  

 6362X 12.52” x 31.70” Fabric Panel  

 6363X 28.52” x 31.70” Fabric Panel  

 6364X 32.52” x 31.70” Fabric Panel  

 6365X 44.52” x 31.70” Fabric Panel  

 6132X 11.5” Mounting Channel  

2 6128X 27.5” Mounting Channel 2 

 6129X 31.5” Mounting Channel  

 6130X 43.5” Mounting Channel  

3 83645 #8-32 x 3/8” Phillips Pan Head 
Thread Forming Screw 

varies 

Part Number  

E-18 



85082 

F a b r i c  T e c h  W a l l  
( c o n t . )  
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C o r n e r  L a m i n a t e  
H o o k - O n  S h e l v e s  

  
1. Determine the location of the Corner Laminate 
Hook- 
    On Shelf. Position the Shelf Supports as shown in  
    Figure 1. Insert the hooks on the back of the supports  
    into the Slotted Standards and push down. To ensure  
    that the hooks are seated, tap the top rear of the Shelf  
    Supports with a plastic mallet or equivalent. 
  
    NOTE: The Shelf Supports are right hand and left 
                  hand. Be sure to install them as shown. 
  
2. Install the Rear Supports. Be sure to locate them 
    at the same height as the Shelf Supports. See Figure 1. 
  
3. With two people, lift and place the shelf onto the Shelf 
    Supports. 
  
4. Fasten the shelf to the R.H. and L.H. supports with  
    the four #10AB x 5/8” Phillips head screws provided. 
    See Figure 2.  
  
MAXIMUM SHELF LOADING 
  
The maximum shelf loading is 300lbs.(136kg.) 
regardless of size. 
  

Corner Laminate Hook-on Shelves 

Figure 1 

Tools Required 
     -Plastic mallet 
     -Phillips head screwdriver 

85093 
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TechOrganizer 

L.H. Shelf 
support 

R.H. Shelf 
support 

Rear supports 

Figure 2 

Shelf support 
(L.H. shown) 

Corner shelf 

#10AB x 5/8” Phillips 
head screw 
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C o r n e r  L a m i n a t e  
H o o k - O n  S h e l v e s  
( c o n t . )  

Parts List  
Description Qty. 

 6239X Corner Shelf  24” x 24”- 12” Deep  

 6240X Corner Shelf  30” x 30”- 12” Deep  

 6341X Corner Shelf  36” x 36”- 12” Deep  

 6242X Corner Shelf  42” x 42”- 12” Deep  

 6243X Corner Shelf  48” x 48”- 12” Deep  

 6244X Corner Shelf  48” x 60”- 12” Deep, L.H.  

 6245X Corner Shelf  48” x 60”- 12” Deep, R.H.  

 6246X Corner Shelf  48” x 72”- 12” Deep, L.H.  

 6247X Corner Shelf  48” x 72”- 12” Deep, R.H.  

 6248X Corner Shelf  36” x 72”- 12” Deep, L.H.  

1 6249X Corner Shelf  36” x 72”- 12” Deep, R.H.  

 7449X Corner Shelf  24” x 24”- 18” Deep  

 7450X Corner Shelf  30” x 30”- 18” Deep  

 7451X Corner Shelf  36” x 36”- 18” Deep  

 7452X Corner Shelf  42” x 42”- 18” Deep  

 7453X Corner Shelf  48” x 48”- 18” Deep  

 7454X Corner Shelf  48” x 60”- 18” Deep, L.H.  

 7455X Corner Shelf  48” x 60”- 18” Deep, R.H.  

 7456X Corner Shelf  48” x 72”- 18” Deep, L.H.  

 7457X Corner Shelf  48” x 72”- 18” Deep, R.H.  

 7458X Corner Shelf  36” x 72”- 18” Deep, L.H.  

 7459X Corner Shelf  36” x 72”- 18” Deep, R.H.  

 8156X 8” x 11” Shelf Support, L.H.  

2 8157X 8” x 11” Shelf Support, R.H. 1 

 8154X 8” x 17” Shelf Support, L.H.  

 8155X 8” x 17” Shelf Support, R.H.  

3 3125X Rear Support 3 

4 82287 #10AB x 5/8” Phillips Head Screw 4 

Part Number  
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C o r n e r  L a m i n a t e  
H o o k - O n  S h e l v e s  
( c o n t . )  
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