
Eaton RapidPod aisle containment system
Modular, scalable, field-configurable airf low management
Prevent hot and cool air from mixing in IT environments with the RapidPod aisle containment system. With 60 
preconfigured kits available, the RapidPod system simplifies ordering and deployment. The components are modular, 
allowing the system to be adjusted, extended or customized to fit almost any hot aisle/cold aisle rack configuration to 
maximize thermal efficiency and reduce cooling costs.

Cooling optimization
•	 Hot and cool air are separated for more efficient cooling, 

better temperature control and improved equipment 
performance.

•	 Better efficiency saves energy and lowers air conditioning 
costs.

Fully customizable
•	 RapidPod system can be adapted to fit a wide range of  

gap sizes, irregular layouts or any future changes in the 
rack row.

•	 The system supports vertical (hot aisle) or horizontal  
(cold aisle) configurations. It is suitable for both raised floor 
and slab floor environments.

•	 Choose rack-mount or ceiling-mount brackets  
to support the frame.

•	 End-of-row doors (EoRDs) are available  
in café, swing and sliding door styles.

Strong and durable construction
•	 Frame is made of high-strength aluminum extrusions with 

five-point secure attachment interfaces, providing stability 
and long-term durability.

•	 Modular panels, available in transparent or semi-
transparent polycarbonate, facilitate visual inspection while 
maintaining thermal isolation. 

Convenient setup
•	 Modular panels are preassembled for fast, hassle-free 

installation with standard hand tools.

•	 Extension options are designed to integrate seamlessly 
with RapidPod kits.

The RapidPod aisle  
containment system can be  
customized to fit almost any server room  
or data center layout.
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To see all the possibilities of  
RapidPod aisle containment,  
visit Eaton.com
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RapidPod configurations
Get the main components of the RapidPod system with preconfigured kits in common aisle configurations. Next, add rack or 
ceiling mounting brackets. Finally, add any expansion panels or other customization needed for your specific design. The system 
can be built to accommodate almost any layout.

Preconfigured RapidPod kits
Available in 60 configurations, RapidPod kits include an extruded aluminum frame,  
polycarbonate panels, flap seals and necessary hardware.

•	 Height: 18, 24, 36, 42 or 48 in.

•	 Width: 42, 54 or 60 in.

•	 Length: 8, 16, 24 or 32 ft.

1	 Extruded aluminum frame 
Five-point secure attachment interfaces  
provide stability and long-term durability.

2	 Polycarbonate panels 
Available in transparent or semi-transparent  
polycarbonate, the panels permit visual inspection.

3	 Splice brackets 
Securely connect panels.

4	 Gusset brackets 
Add diagonal reinforcement to distribute load and  
minimize sway.

5	 Flap seals 
Flexible sponge rubber compresses to create a seal against  
moisture and contaminants.

Mounting options
Choose the mounting brackets appropriate for your installation.

•	 Rack-mount brackets secure the RapidPod system to the top of 
server racks. 

•	 Ceiling-mount brackets secure the RapidPod system to an  
overhead structure.

Extension options
Additional components expand and customize the RapidPod kits to  
fit almost any hot aisle/cold aisle rack configuration. Choose from  
42 different extension kits, compatible brackets and flap seals.

End-of-row doors (EoRDs)
Block obvious escape routes for air and eliminate air recirculation and air mixing. Choose from three door styles and over 20 side panel 
extensions.

•	 Styles: café, swing (single or dual) and  
sliding door (single or dual)

•	 Height: 90 or 96 in.

•	 Width: café, 42 in.; single swing, 33 or 36 in.;  
dual swing, 48 in.; single sliding, 36 in.;  
dual sliding, 48 in. Café 

Model: 
NXEORDCH9642

Single swing  
Model: 

NXEORDSH9636

Dual swing  
Model: 

NXEORDDH9648

Single sliding  
Model: 

NXEORDSS9636

Dual sliding  
Model: 

NXEORDDS9048 

Model: RPODPNL3654192 
Size is 36 in. H x 54 in. W x 192 in. L (16 ft. L)
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