NOTES:
1) UNIT TO BE SINGLE PACKED
2) USE PLASTIC CORNER PROTECTORS (102534) TO SEPARATE TELESCOPING PARTS
3) SHIPWEIGHT: 35 POUNDS

PACK CHIMNEYS UPSIDE DOWN, THIS SURFACE FACING BOTTOM
ON TOP, INSTALL GASKETS TO INSIDE OF FLANGE ON ALL TOGHT SIDES GASKET COVERS HOLES ON ALL FOUR SIDES GASKET ALSO COVERS GAP BETWEEN RING AND COLLAR
ON BOTTOM, INSTALL GASKETS ALONG INSIDE OF FLANGE ON ALL FOUR SIDES. GASKET SHOULD NOT BLOCK HOLES (HOLES ON TWO SIDES)

ITEM TYPE DOCUMENT # DESCRIPTION
7 54 286366 FOR FRAY FILLER PANEL 1
6 54 286366 TOP TELESCOPIC CHIMNEY 17" 1
5 54 286366 BASE TELESCOPIC CHIMNEY 17" 1
4 54 193029 SCREW, FINISH CUT 10-24 X 1/2 4
3 54 85331 GASKET 0.15 X 0.25 X 1/32 ACRYLIC ASB 4
2 54 84182 GASKET 0.03 X 0.022 FIN. ACRYLIC ASB 4
1 54 87462 1/2-32 FIN. H.D.S. SCREW 12

END OF DRAWING

NOMINAL DIMENSIONS SHOWN ON THIS DRAWING ARE APPROXIMATE AND MEANT TO PROVIDE A GUIDELINE FOR THE MANUFACTURE OF PRODUCT...